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EXPOSURE APPARATUS, EXPOSURE
METHOD, AND METHOD FOR PRODUCING
DEVICE

CROSS-REFERENCE

This is a Division of U.S. patent application Ser. No.
12/923,947 filed Oct. 15,2010 (now U.S. Pat. No. 8,736,809),
which in turn is a Division of U.S. patent application Ser. No.
11/366,746 filed Mar. 3, 2006 (now U.S. Pat. No. 7,932,991),
whichis a Division of U.S. patent application Ser. No. 11/211,
749 filed Aug. 26, 2005 (now U.S. Pat. No. 7,268,854), which
is a Continuation of International Application No. PCT/
JP2004/002295 filed Feb. 26, 2004 claiming the conventional
priority of Japanese patent Application Nos. 2003-049365
filed on Feb. 26, 2003; 2003-110748 filed on Apr. 15, 2003;
and 2003-320100 filed on Sep. 11, 2003. The disclosures of
these applications are incorporated by reference herein in
their entireties.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an exposure apparatus, an
exposure method, and a method for producing a device in
which a substrate is exposed with a pattern in a state that a
liquid immersion area is formed between a projection optical
system and the substrate.

2. Description of the Related Art

Semiconductor devices and liquid crystal display devices
are produced by the so-called photolithography technique in
which a pattern formed on a mask is transferred onto a pho-
tosensitive substrate. The exposure apparatus, which is used
in the photolithography step, includes a mask stage for sup-
porting the mask and a substrate stage for supporting the
substrate. The pattern on the mask is transferred onto the
substrate via a projection optical system while successively
moving the mask stage and the substrate stage. In recent
years, it is demanded to realize the higher resolution of the
projection optical system in order to respond to the further
advance of the higher integration of the device pattern. As the
exposure wavelength to be used is shorter, the resolution of
the projection optical system becomes higher. As the numeri-
cal aperture of the projection optical system is larger, the
resolution of the projection optical system becomes higher.
Therefore, the exposure wavelength, which is used for the
exposure apparatus, is shortened year by year, and the
numerical aperture of the projection optical system is
increased as well. The exposure wavelength, which is domi-
nantly used at present, is 248 nm of the KrF excimer laser.
However, the exposure wavelength of 193 nm of the ArF
excimer laser, which is shorter than the above, is also practi-
cally used in some situations. When the exposure is per-
formed, the depth of focus (DOF) is also important in the
same manner as the resolution. The resolution R and the depth
of focus & are represented by the following expressions
respectively.

R=k,"\/NA (1)

S=tk, WNA> )

In the expressions, A represents the exposure wavelength,
NA represents the numerical aperture of the projection optical
system, and k; and k, represent the process coefficients.
According to the expressions (1) and (2), the following fact is
appreciated. That is, when the exposure wavelength A is
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shortened and the numerical aperture NA is increased in order
to enhance the resolution R, then the depth of focus 9 is
narrowed.

If the depth of focus 8 is too narrowed, it is difficult to
match the substrate surface with respect to the image plane of
the projection optical system. It is feared that the margin is
insufficient during the exposure operation. Accordingly, the
liquid immersion method has been suggested, which is dis-
closed, for example, in International Publication No.
99/49504 as a method for substantially shortening the expo-
sure wavelength and widening the depth of focus. In this
liquid immersion method, the space between the lower sur-
face of the projection optical system and the substrate surface
is filled with a liquid such as water or any organic solvent to
form a liquid immersion area so that the resolution is
improved and the depth of focus is magnified about n times by
utilizing the fact that the wavelength of the exposure light
beam in the liquid is 1/n as compared with that in the air (n
represents the refractive index of the liquid, which is about 1.2
to 1.6 in ordinary cases).

The conventional technique as described above involves
the following problems. The conventional technique is effec-
tive because the liquid immersion area can be formed
between the projection optical system and the substrate when
the scanning exposure is performed while moving the sub-
strate in a predetermined direction. However, the conven-
tional technique is constructed such that the liquid is supplied
at a position in front of the projection area onto which the
image of the pattern of the mask is to be projected. The
conventional technique is constructed such that the liquid is
allowed to flow in one direction along with the movement
direction of the substrate from the position in front of the
projection area. Further, the conventional technique is con-
structed such that the position (nozzle), from which the liquid
is supplied, is also switched when the movement direction of
the substrate is switched from the predetermined direction to
the opposite direction. However, when the switching opera-
tion is performed, then the supply of the liquid in one direc-
tion is suddenly stopped with respect to the projection area,
and the supply of the liquid in another direction is started.
Therefore, the following fact has been progressively eluci-
dated. That is, a problem arises in some cases such that the
vibration of the liquid (so-called the water hammer phenom-
enon) is generated between the projection optical system and
the substrate, and the vibration is generated in the liquid
supply unit itself (for example, the supply tube and the
nozzle). As a result, the deterioration of the pattern image is
caused. Further, a problem also arises in other cases such that
the liquid immersion area is not formed sufficiently between
the projection optical system and the substrate because of the
construction in which the liquid is allowed to flow in one
direction with respect to the projection area.

The conventional technique as described above also
involves the following problem. That is, the liquid cannot be
recovered sufficiently in some cases because the recovery unit
for recovering the liquid is constructed such that the liquid is
recovered on only the downstream side of the liquid allowed
to flow in the movement direction of the substrate. If the
liquid cannot be recovered sufficiently, it is feared that the
liquid may remain on the substrate, and any exposure uneven-
ness may be caused by the remaining liquid. If the liquid
cannot be recovered sufficiently, an inconvenience also
arises, for example, such that the remaining liquid is scattered
to surrounding mechanical parts, and any rust appears. Fur-
ther, if the liquid remains and/or the liquid is scattered, then
the environment (for example, the humidity), in which the
substrate is placed, is varied or fluctuated. It is also feared that
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any desired pattern transfer accuracy cannot be obtained, for
example, due to the occurrence of the change of the refractive
index on the optical path for the detecting light beam of the
optical interferometer to be used to measure the stage posi-
tion.

When the liquid is recovered from the substrate by using a
liquid recovery nozzle, there is such a possibility that the
vibration is generated in the liquid recovery unit itself (for
example, the recovery tube and the nozzle). If the vibration is
transmitted, for example, to the projection optical system, the
substrate stage, and/or the optical member of the interferom-
eter for measuring the position of the substrate stage, it is
feared that the circuit pattern cannot be formed accurately on
the substrate.

SUMMARY OF THE INVENTION

The present invention has been made taking the foregoing
circumstances into consideration, an object of which is to
provide an exposure apparatus, an exposure method, and a
method for producing a device, in which a liquid immersion
area can be stably formed, the liquid can be satisfactorily
recovered, and the exposure process can be performed accu-
rately while avoiding, for example, the outflow and the scat-
tering of the liquid to the surroundings when the exposure
process is performed in a state in which the liquid immersion
area is formed between a projection optical system and a
substrate. Another object of the present invention is to provide
an exposure apparatus and a method for producing a device,
in which the exposure process can be performed accurately
without being affected by the variation generated during the
supply or the recovery of the liquid when the exposure pro-
cess is performed in a state in which a liquid immersion area
is formed between a projection optical system and a substrate.

In order to achieve the objects as described above, the
present invention adopts the following constructions.

According to a first aspect of the present invention, there is
provided an exposure apparatus which exposes a substrate by
projecting an image of a predetermined pattern through a
liquid onto the substrate, the exposure apparatus comprising:

aprojection optical system which projects the image of the
pattern onto the substrate; and

a liquid supply mechanism which supplies the liquid onto
the substrate simultaneously from a plurality of positions
which are apart, in a plurality of different directions, from a
projection area of the projection optical system to form a
liquid immersion area on a part of the substrate including the
projection area.

According to the present invention, the liquid supply
mechanism, which is provided to form the liquid immersion
area, simultaneously supplies the liquid at the plurality of
positions which are apart, in the plurality of different direc-
tions, from the projection area (i.e., from a plurality of differ-
ent sides of the projection area, for example, from at least two
sides of the X side, the —X side, the +Y side, and the =Y side
in the case of a rectangular projection area). Therefore, the
desired liquid immersion area can be formed between the
projection optical system and the substrate. Further, when the
exposure process is performed while moving the substrate,
the liquid immersion area can be always formed satisfactorily
even when the movement direction of the substrate is
changed, because the liquid is supplied simultaneously from
the plurality of positions which are apart in the plurality of
directions. When the liquid is simultaneously supplied on the
both sides of the projection area, it is unnecessary to switch
the supply position of the liquid. Therefore, it is possible to
avoid the occurrence of the vibration of the liquid (water
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hammer phenomenon), and it is possible to accurately project
the pattern image onto the substrate.

According to a second aspect of the present invention, there
is provided an exposure apparatus which exposes a substrate
by projecting an image of a predetermined pattern through a
liquid onto the substrate, the exposure apparatus comprising:

a projection optical system which projects the image of the
pattern onto the substrate;

a liquid supply mechanism which supplies the liquid onto
the substrate to form a liquid immersion area on a part of the
substrate including a projection area of the projection optical
system; and

a liquid recovery mechanism which recovers the liquid
from the substrate simultaneously at a plurality of positions
apart from the projection area in a plurality of different direc-
tions.

According to the present invention, the liquid recovery
mechanism, which is provided to recover the liquid, simulta-
neously recovers the liquid at the plurality of positions apart
from the projection area in the plurality of different directions
(i.e., from a plurality of different sides of the projection area,
for example, from at least two sides of the X side, the -X side,
the +Y side, and the -Y side in the case of a rectangular
projection area). Accordingly, the liquid can be recovered
reliably. Therefore, it is possible to avoid the occurrence of a
state in which the liquid remains on the substrate, itis possible
to avoid the occurrence of any uneven exposure and the varia-
tion of the environment in which the substrate is placed, and
it is possible to accurately project the pattern image onto the
substrate.

According to a third aspect of the present invention, there is
provided an exposure apparatus which exposes a substrate by
projecting an image of a predetermined pattern through a
liquid onto the substrate, the exposure apparatus comprising:

a projection optical system which projects the image of the
pattern onto the substrate;

a liquid supply mechanism which supplies the liquid onto
the substrate to form a liquid immersion area on a part of the
substrate including a projection area of the projection optical
system; and

a liquid recovery mechanism which recovers the liquid
from the substrate simultaneously at a plurality of positions,
wherein:

the liquid recovery mechanism recovers the liquid with a
recovery force which differs depending on the position for
recovering the liquid.

According to the present invention, the liquid recovery
mechanism, which recovers the liquid simultaneously at the
plurality of positions on the substrate, recovers the liquid with
the recovery force that differs depending on the position for
recovering the liquid. Accordingly, it is possible to smoothly
perform the operation for recovering the liquid. Therefore,
the space between the projection optical system and the sub-
strate can be filled with an appropriate amount of the liquid,
and it is possible to form the liquid immersion area in the
desired area on the substrate. For example, when the recovery
force for the liquid, which is used on the front side (down-
stream side) in relation to the movement (scanning) direction
of the substrate, is set to be larger than the recovery force on
the back side (upstream side), it is possible to smoothly per-
form the operation for recovering the liquid. Alternatively, it
is possible to smoothly perform the operation for recovering
the liquid as well, when the liquid recovery mechanism,
which is arranged at a position disposed in the movement
(scanning) direction of the substrate, has the recovery force
for the liquid which is larger than the recovery force for the
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liquid of the liquid recovery mechanism arranged at a position
disposed in a direction intersecting the movement direction.

According to a fourth aspect of the present invention, there
is provided an exposure apparatus which exposes a substrate
by projecting an image of a predetermined pattern through a
liquid onto the substrate, the exposure apparatus comprising:

aprojection optical system which projects the image of the
pattern onto the substrate;

a liquid supply mechanism which supplies the liquid onto
the substrate to form a liquid immersion area on a part of the
substrate including a projection area of the projection optical
system,

a liquid recovery mechanism which recovers the liquid on
the substrate at a liquid recovery position apart from the
projection area; and

a trap member which is arranged outside the liquid recov-
ery position of the liquid by the liquid recovery mechanism
with respect to the projection area and which is formed with
a liquid trap surface for capturing the liquid.

According to the present invention, the trap member, which
is formed with the liquid trap surface having a predetermined
length to capture the liquid, is provided outside the liquid
recovery position of the liquid recovery mechanism. Accord-
ingly, even if the liquid is unsuccessfully recovered by the
liquid recovery mechanism, then the liquid is trapped by the
trap member, and thus it is possible to avoid the occurrence of
the inconvenience such as the scattering and the outflow of the
liquid to the surroundings. Therefore, it is possible to avoid
the occurrence of the variation of the environment in which
the substrate is placed. It is possible to project the pattern
image onto the substrate at a desired pattern accuracy.

According to a fifth aspect of the present invention, there is
provided an exposure apparatus which exposes a substrate by
projecting an image of a predetermined pattern through a
liquid onto the substrate, the exposure apparatus comprising:

aprojection optical system which projects the image of the
pattern onto the substrate;

a liquid supply mechanism which supplies the liquid onto
the substrate to form a liquid immersion area on a part of the
substrate including a projection area of the projection optical
system; and

a liquid recovery mechanism which recovers the liquid
from the substrate at a liquid recovery position apart from the
projection area, wherein:

the liquid supply mechanism supplies the liquid between
the projection area and the liquid recovery position of the
liquid recovery mechanism.

According to the present invention, the liquid is supplied
by the liquid supply mechanism between the projection area
and the liquid recovery position of the liquid recovery mecha-
nism. Therefore, the liquid is smoothly supplied to the pro-
jection area. Further, the supplied liquid can be smoothly
recovered from the substrate.

According to a sixth aspect of the present invention, there
is provided an exposure method for exposing a substrate by
projecting an image of a predetermined pattern through a
liquid onto the substrate by using a projection optical system,
the exposure method comprising:

supplying the liquid onto a part of the substrate including a
projection area of the projection optical system to form a
liquid immersion area, the liquid having an affinity for a
liquid contact surface disposed at an end of the projection
optical system, and the affinity being higher than an affinity
for a surface of the substrate; and

projecting the image of the predetermined pattern onto the
substrate through the liquid supplied to the liquid immersion
area.
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According to the present invention, the liquid can be
allowed to make tight contact with the liquid contact surface
disposed at the forward end of the projection optical system.
It is possible to provide a stable liquid immersion state for the
optical path between the projection optical system and the
substrate. Further, it is possible to smoothly recover the liquid
on the substrate.

A method for producing a device according to the present
invention comprises using the exposure apparatus (EX) orthe
exposure method according to the aspect as described above.
According to the present invention, it is possible to provide
the device which has a pattern formed at a satisfactory pattern
accuracy and which is capable of exhibiting desired perfor-
mance.

According to a seventh aspect of the present invention,
there is provided an exposure apparatus which exposes a
substrate by projecting an image of a predetermined pattern
through a liquid onto the substrate, the exposure apparatus
comprising:

a projection optical system which projects the image of the
pattern onto the substrate;

a liquid supply mechanism which has a supply flow pas-
sage through which the liquid is supplied onto the substrate;
and

a liquid recovery mechanism which has a recovery flow
passage through which the supplied liquid is recovered,
wherein:

at least one of the supply flow passage and the recovery
flow passage is formed in a stacked member in which a
plurality of plate members are stacked.

It is necessary for the liquid immersion exposure that the
uniform liquid flow is supplied to the liquid immersion area,
and the liquid is recovered therefrom. The stacked member,
which is provided for the exposure apparatus of the present
invention, can be formed by stacking a plurality of plate
members formed with the flow passages respectively so that
the flow passages are communicated with each other to form
at least one of the supply flow passage and the recovery flow
passage respectively. Therefore, even when the flow passage
structure is complicated, the flow passages can be formed
extremely compactly and easily at low cost.

According to an eighth aspect of the present invention,
there is provided an exposure apparatus which exposes a
substrate by projecting an image of a predetermined pattern
through a liquid onto the substrate, the exposure apparatus
comprising:

a projection optical system which projects the image of the
pattern onto the substrate; and

a liquid supply mechanism which supplies the liquid onto
the substrate to form a liquid immersion area on a part of the
substrate including a projection area of the projection optical
system, wherein:

the liquid supply mechanism is isolated from the projection
optical system in terms of vibration.

According to the exposure apparatus concerning the eighth
aspect, the projection optical system and the liquid supply
mechanism are isolated from each other in terms of the vibra-
tion. That is, even when any vibration is generated in the
liquid supply mechanism, the vibration is not transmitted to
the projection optical system. Therefore, it is possible to
avoid the occurrence of an inconvenience which would be
otherwise caused such that the pattern image is deteriorated
by the vibration of the projection optical system. It is possible
to accurately project the pattern image onto the substrate.

The exposure apparatus may further comprise a first sup-
port member which supports the projection optical system,
and a second support member which is isolated from the first
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support member in terms of vibration and which supports the
liquid supply mechanism. According to this structure, the first
support member for supporting the projection optical system
and the second support member for supporting the liquid
supply mechanism are isolated from each other in terms of the
vibration. Therefore, the vibration, which is generated in the
liquid supply mechanism, is not transmitted to the projection
optical system. Further, for example, when the exposure
apparatus is constructed such that an interferometer for mea-
suring the position information about the substrate stage is
attached to the first support member, and/or a reference mirror
(fixed mirror) is attached to the barrel of the projection optical
system, then the vibration is not transmitted to the interfer-
ometer and the reference mirror. Therefore, it is possible to
accurately perform the measurement of the position informa-
tion about the substrate stage and the position control based
on the result of the measurement.

According to a ninth aspect of the present invention, there
is provided an exposure apparatus which exposes a substrate
by projecting an image of a predetermined pattern through a
liquid onto the substrate, the exposure apparatus comprising:

aprojection optical system which projects the image of the
pattern onto the substrate; and

a liquid recovery mechanism which recovers the liquid
supplied onto a part of the substrate including a projection
area of the projection optical system, wherein:

the liquid recovery mechanism is isolated from the projec-
tion optical system in terms of vibration.

According to the exposure apparatus concerning the ninth
aspect, the projection optical system and the liquid recovery
mechanism are isolated from each other in terms of the vibra-
tion. Accordingly, even when any vibration is generated in the
liquid recovery mechanism, the vibration is not transmitted to
the projection optical system. Therefore, it is possible to
avoid the occurrence of an inconvenience which would be
otherwise caused such that the pattern image is deteriorated
by the vibration of the projection optical system. It is possible
to accurately project the pattern image onto the substrate.

The exposure apparatus concerning the ninth aspect may
further comprise a first support member which supports the
projection optical system, and a second support member
which is isolated from the first support member in terms of
vibration and which supports the liquid recovery mechanism.
According to this structure, the first support member for
supporting the projection optical system and the second sup-
port member for supporting the liquid recovery mechanism
are isolated from each other in terms of the vibration. There-
fore, the vibration, which is generated in the liquid recovery
mechanism, is not transmitted to the projection optical sys-
tem. Further, for example, when the exposure apparatus is
constructed such that an interferometer for measuring the
position information about the substrate stage is attached to
the first support member, and/or a reference mirror (fixed
mirror) is attached to the barrel of the projection optical
system, then the vibration is not transmitted to the interfer-
ometer and the reference mirror. Therefore, it is possible to
accurately perform the measurement of the position informa-
tion about the substrate stage and the position control based
on the result of the measurement.

According to a tenth aspect of the present invention, there
is provided an exposure apparatus which successively
exposes a plurality of shot areas on a substrate by projecting
an image of a predetermined pattern through a liquid onto the
substrate, the exposure apparatus comprising:

aprojection optical system which projects the image of the
pattern onto the substrate; and
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a liquid supply mechanism which supplies the liquid from
a supply port arranged opposite to the substrate to form a
liquid immersion area on a part of the substrate including a
projection area of the projection optical system, wherein:

the liquid supply mechanism continuously supplies the
liquid from the supply port during a period in which an
exposure process is performed for the plurality of shot areas
on the substrate.

According to the exposure apparatus concerning the tenth
aspect of the present invention, the liquid is continuously
supplied from the supply port arranged at the predetermined
position irrelevant to the movement direction of the substrate
during the period in which the exposure process is performed
for the plurality of shot areas on the substrate. Therefore, it is
possible to avoid the vibration of the liquid supply mecha-
nism itself and the vibration of the liquid (water hammer
phenomenon). It is possible to accurately project the pattern
image onto the substrate.

According to an eleventh aspect of the present invention,
there is provided an exposure apparatus which successively
exposes a plurality of shot areas on a substrate by projecting
an image of a predetermined pattern through a liquid onto the
substrate, the exposure apparatus comprising:

a projection optical system which projects the image of the
pattern onto the substrate;

a liquid supply mechanism which supplies the liquid from
a supply port arranged at a predetermined position to form a
liquid immersion area on a part of the substrate including a
projection area of the projection optical system; and

a liquid recovery mechanism which has a recovery port
arranged to be opposed to the substrate and which recovers
the liquid supplied from the liquid supply mechanism,
wherein:

the liquid recovery mechanism continuously recovers the
liquid through the recovery port during a period in which an
exposure process is performed for the plurality of shot areas
on the substrate.

According to the exposure apparatus concerning the elev-
enth aspect of the present invention, the liquid is continuously
recovered through the recovery port irrelevant to the move-
ment direction of the substrate during the period in which the
exposure process is performed for the plurality of shot areas
on the substrate. Accordingly, it is possible to recover the
liquid more reliably. It is possible to suppress the vibration of
the liquid recovery mechanism itself caused upon the start
and the stop of the recovery. Itis possible to accurately project
the pattern image onto the substrate.

A method for producing a device according to the present
invention comprises using the exposure apparatus according
to the aspect as described above. According to the present
invention, it is possible to provide the device which has a
pattern formed at a satisfactory pattern accuracy and which is
capable of exhibiting desired performance.

According to the present invention, the exposure process
can be performed accurately even when the exposure process
is performed in the state in which the liquid immersion area is
formed between the projection optical system and the sub-
strate.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a schematic arrangement illustrating an
embodiment of an exposure apparatus of the present inven-
tion.

FIG. 2 shows a plan view illustrating a schematic arrange-
ment of a liquid supply mechanism and a liquid recovery
mechanism as characteristic features of the present invention.



US 9,182,684 B2

9

FIG. 3 shows a perspective view illustrating a schematic
arrangement of the liquid supply mechanism and the liquid
recovery mechanism as the characteristic features of the
present invention.

FIG. 4 shows a side sectional view illustrating a schematic
arrangement of the liquid supply mechanism and the liquid
recovery mechanism as the characteristic features of the
present invention.

FIG. 5 shows shot areas established on a substrate.

FIGS. 6A and 6B schematically show the behavior of the
liquid.

FIG. 7 shows another embodiment of a liquid supply
mechanism and a liquid supply mechanism.

FIG. 8 shows still another embodiment of a liquid supply
mechanism and a liquid supply mechanism.

FIG. 9 shows still another embodiment of a liquid supply
mechanism and a liquid supply mechanism.

FIGS. 10A and 10B show still another embodiment of a
liquid supply mechanism.

FIG. 11 shows a side sectional view illustrating another
embodiment of a trap member.

FIG. 12 shows a side sectional view illustrating still
another embodiment of a trap member.

FIG. 13 shows a side sectional view illustrating still
another embodiment of a trap member.

FIG. 14 shows a schematic perspective view illustrating
still another embodiment of a liquid supply mechanism and a
liquid recovery mechanism according to the present inven-
tion.

FIG. 15 shows another embodiment of a slit tube section as
illustrated in FIG. 14.

FIG. 16 shows a schematic perspective view illustrating
still another embodiment of a liquid supply mechanism and a
liquid recovery mechanism according to the present inven-
tion.

FIG. 17 shows a perspective view illustrating a first mem-
ber of a flow passage-forming member.

FIGS. 18A and 18B show perspective views illustrating a
second member of the flow passage-forming member.

FIGS. 19A and 19B show perspective views illustrating a
third member of the flow passage-forming member.

FIG. 20 shows a schematic arrangement illustrating
another embodiment of an exposure apparatus according to
the present invention.

FIG. 21 shows a flow chart illustrating exemplary steps of
producing a semiconductor device.

DESCRIPTION OF THE PREFERRED
EMBODIMENTS OF THE INVENTION

An explanation will be made below about the exposure
apparatus according to the present invention with reference to
the drawings. FIG. 1 shows a schematic arrangement illus-
trating an embodiment of the exposure apparatus of the
present invention. With reference to FIG. 1, an exposure
apparatus EX includes a mask stage MST which supports a
mask M, a substrate stage PST which supports a substrate P,
an illumination optical system IL. which illuminates, with an
exposure light beam EL, the mask M supported by the mask
stage MST, a projection optical system PL which performs
projection exposure for the substrate P supported by the sub-
strate stage PST with an image of a pattern of the mask M
illuminated with the exposure light beam EL, and a control
unit CONT which collectively controls the overall operation
of the exposure apparatus EX.

The exposure apparatus EX of this embodiment is a liquid
immersion exposure apparatus to which the liquid immersion
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method is applied in order that the exposure wavelength is
substantially shortened to improve the resolution and the
depth of focus is substantially widened. The exposure appa-
ratus EX includes a liquid supply mechanism 10 which sup-
plies the liquid 1 onto the substrate P, and a liquid recovery
mechanism 20 which recovers the liquid 1 from the substrate
P. The exposure apparatus EX forms a liquid immersion area
AR?2 on a part of the substrate P including a projection area
AR1 of the projection optical system PL by the liquid 1
supplied from the liquid supply mechanism 10 at least during
the period in which the pattern image of the mask M is
transferred onto the substrate P. Specifically, the exposure
apparatus EX is operated as follows. That is, the space
between the surface of the substrate P and the optical element
2 disposed at the end portion of the projection optical system
PL is filled with the liquid 1. The pattern image of the mask M
is projected onto the substrate P to expose the substrate P
therewith via the projection optical system PL and through
the liquid 1 disposed between the projection optical system
PL and the substrate P.

The embodiment of the present invention will now be
explained as exemplified by a case of the use of the scanning
type exposure apparatus (so-called scanning stepper) as the
exposure apparatus EX in which the substrate P is exposed
with the pattern formed on the mask M while synchronously
moving the mask M and the substrate P in mutually different
directions (opposite directions) in the scanning directions. In
the following explanation, the Z axis direction is the direction
which is coincident with the optical axis AX of the projection
optical system PL, the X axis direction is the synchronous
movement direction (scanning direction) for the mask M and
the substrate P in the plane perpendicular to the Z axis direc-
tion, and the Y axis direction is the direction (non-scanning
direction) perpendicular to the Z axis direction and the Y axis
direction. The directions about the X axis, the Y axis, and the
Z axis are designated as 06X, 0Y, and 67 directions respec-
tively. The term “substrate” referred to herein includes sub-
strates obtained by coating a semiconductor wafer surface
with a photoresist as a photosensitive material, and the term
“mask” includes a reticle formed with a device pattern to be
subjected to the reduction projection onto the substrate.

The illumination optical system IL is used so that the mask
M, which is supported on the mask stage MST, is illuminated
with the exposure light beam EL. The illumination optical
system IL includes, for example, an exposure light source, an
optical integrator which uniformizes the illuminance of the
light flux radiated from the exposure light source, a condenser
lens which collects the exposure light beam EL come from the
optical integrator, a relay lens system, and a variable field
diaphragm which sets the illumination area on the mask M
illuminated with the exposure light beam EL to be slit-
shaped. The predetermined illumination area on the mask M
is illuminated with the exposure light beam EL having a
uniform illuminance distribution by the illumination optical
system IL. Those usable as the exposure light beam EL radi-
ated from the illumination optical system IL include, for
example, emission lines (g-ray, h-ray, i-ray) in the ultraviolet
region radiated, for example, from a mercury lamp, far ultra-
violet light beams (DW light beams) such as the KrF excimer
laser beam (wavelength: 248 nm), and vacuum ultraviolet
light beams (VW light beams) such as the ArF excimer laser
beam (wavelength: 193 nm) and the F, laser beam (wave-
length: 157 nm). In this embodiment, the ArF excimer laser
beam is used.

The mask stage MST supports the mask M. The mask stage
MST is two-dimensionally movable in the plane perpendicu-
lar to the optical axis AX of the projection optical system PL,
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i.e., in the XY plane, and it is finely rotatable in the 6Z
direction. The mask stage MST is driven by a mask stage-
driving unit MSTD such as a linear motor. The mask stage-
driving unit MSTD is controlled by the control unit CONT. A
movement mirror 50 is provided on the mask stage MST. A
laser interferometer 51 is provided at a position opposed to
the movement mirror 50. The position in the two-dimensional
direction and the angle of rotation of the mask M on the mask
stage MST are measured in real-time by the laser interferom-
eter 51. The result of the measurement is outputted to the
control unit CONT. The control unit CONT drives the mask
stage-driving unit MSTD on the basis of the result of the
measurement obtained by the laser interferometer 51 to
thereby position the mask M supported on the mask stage
MST.

The projection optical system PL projects the pattern on
the mask M onto the substrate P at a predetermined projection
magnification § to perform the exposure. The projection opti-
cal system PL includes a plurality of optical elements includ-
ing the optical element (lens) 2 provided at the end portion on
the side of the substrate P. The optical elements are supported
by a barrel PK. In this embodiment, the projection optical
system PL is based on the reduction system having the pro-
jection magnification § which is, for example, %4 or 5. The
projection optical system PL. may be any one of the 1x mag-
nification system and the magnifying system. The optical
element 2, which is disposed at the end portion of the projec-
tion optical system PL of this embodiment, is provided
detachably (exchangeably) with respect to the barrel PK. The
liquid 1 in the liquid immersion area AR2 makes contact with
the optical element 2.

The optical element 2 is formed of fluorite. Fluorite has a
high affinity for water. Therefore, the liquid 1 is successfully
allowed to make tight contact with substantially the entire
surface of the liquid contact surface 2a of the optical element
2. That is, in this embodiment, the liquid (water) 1, which has
the high affinity for the liquid contact surface 2a of the optical
element 2, is supplied. Therefore, the highly tight contact is
effected between the liquid 1 and the liquid contact surface 2a
of'the optical element 2. The optical path between the optical
element 2 and the substrate P can be reliably filled with the
liquid 1. The optical element 2 may be formed of quartz
having a high affinity for water. A water-attracting (lyophilic
or liquid-attracting) treatment may be applied to the liquid
contact surface 2a of the optical element 2 to further enhance
the affinity for the liquid 1.

The substrate stage PST supports the substrate P. The sub-
strate stage PST includes a Z stage 52 which holds the sub-
strate P by the aid of a substrate holder, an XY stage 53 which
supports the Z stage 52, and a base 54 which supports the XY
stage 53. The substrate stage PST is driven by a substrate
stage-driving unit PSTD such as a linear motor. The substrate
stage-driving unit PSTD is controlled by the control unit
CONT. When the Z stage 52 is driven, the substrate P, which
is held on the Z stage 52, is subjected to the control of the
position (focus position) in the Z axis direction and the posi-
tions in the 6X and 8Y directions. When the XY stage 53 is
driven, the substrate P is subjected to the control of the posi-
tion in the XY directions (position in the directions substan-
tially parallel to the image plane of the projection optical
system PL). That is, the Z stage 52 controls the focus position
and the angle of inclination of the substrate P so that the
surface of the substrate P is adjusted to match the image plane
of the projection optical system PL in the auto-focus manner
and the auto-leveling manner. The XY stage 53 positions the
substrate P in the X axis direction and the Y axis direction. It

10

15

20

25

30

35

40

45

50

55

60

65

12

goes without saying that the Z stage and the XY stage may be
provided as an integrated body.

A movement mirror 55, which is movable together with the
substrate stage PST with respect to the projection optical
system PL, is provided on the substrate stage PST (Z stage
52). A laser interferometer 56 is provided at a position
opposed to the movement mirror 55. The angle of rotation and
the position in the two-dimensional direction of the substrate
P on the substrate stage PST are measured in real-time by the
laser interferometer 56. The result of the measurement is
outputted to the control unit CONT. The control unit CONT
drives the substrate stage-driving unit PSTD on the basis of
the result of the measurement of the laser interferometer 56 to
thereby position the substrate P supported on the substrate
stage PST.

An auxiliary plate 57 is provided on the substrate stage PST
(Z stage 52) so that the substrate P is surrounded thereby. The
auxiliary plate 57 has a flat surface which has approximately
the same height as that of the surface of the substrate P held by
the substrate holder. In this arrangement, a gap of about 0.1 to
2 mm is provided between the auxiliary plate 57 and the edge
of the substrate P. However, the liquid 1 scarcely flows into
the gap owing to the surface tension of the liquid 1. Even
when the vicinity of the circumferential edge of the substrate
P is subjected to the exposure, the liquid 1 can be retained
under the projection optical system PL by the aid of the
auxiliary plate 57.

The liquid supply mechanism 10 supplies the predeter-
mined liquid 1 onto the substrate P. The liquid supply mecha-
nism 10 includes a first liquid supply unit 11 and a second
liquid supply unit 12 which are capable of supplying the
liquid 1, a first supply member 13 which is connected to the
first liquid supply unit 11 through a supply tube 11A having a
flow passage and which has a supply port 13 A for supplying,
onto the substrate P, the liquid 1 fed from the first liquid
supply unit 11, and a second supply member 14 which is
connected to the second liquid supply unit 12 through a sup-
ply tube 12A having a flow passage and which has a supply
port 14 A for supplying, onto the substrate P, the liquid 1 fed
from the second liquid supply unit 12. The first and second
supply members 13, 14 are arranged closely to the surface of
the substrate P, and they are provided at positions which are
different from each other in the surface direction of the sub-
strate P. Specifically, the first supply member 13 of the liquid
supply mechanism 10 is provided on one side (-X side) in the
scanning direction with respect to the projection area AR1,
and the second supply member 14 is provided on the other
side (+X side).

Each of the first and second liquid supply units 11, 12
includes, for example, a tank for accommodating the liquid 1,
apressurizing pump, and the like. The first and second liquid
supply units 11, 12 supply the liquid 1 onto the substrate P
through the supply tubes 11A, 12A and the supply members
13, 14 respectively. The operation of the first and second
liquid supply units 11, 12 for supplying the liquid is con-
trolled by the control unit CONT. The control unit CONT is
capable of controlling the liquid supply amounts per unit time
onto the substrate P by the first and second liquid supply units
11, 12 independently respectively.

In this embodiment, pure water is used for the liquid 1.
Those capable of being transmitted through pure water
include the ArF excimer laser beam as well as the emission
line (g-ray, h-ray, i-ray) in the ultraviolet region radiated, for
example, from a mercury lamp and the far ultraviolet light
beam (DW light beam) such as the KrF excimer laser beam
(wavelength: 248 nm).
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The liquid recovery mechanism 20 recovers the liquid 1
from the surface of the substrate P. The liquid recovery
mechanism 20 includes a recovery member 22 which has a
recovery port 22A arranged closely to the surface of the
substrate P, and a liquid recovery unit 21 which is connected
to the recovery member 22 through a recovery tube 21A
having a flow passage. The liquid recovery unit 21 includes,
for example, a sucking unit such as a vacuum pump, a tank for
accommodating the recovered liquid 1, and the like. The
liquid recovery unit 21 recovers the liquid 1 from the surface
of' the substrate P via the recovery member 22 and the recov-
ery tube 21A. The operation of the liquid recovery unit 21 for
recovering the liquid is controlled by the control unit CONT.
The control unit CONT is capable of controlling the liquid
recovery amount per unit time by the liquid recovery unit 21.

A trap member 30, which is formed with a liquid trap
surface 31 having a predetermined length to capture the liquid
1, is arranged outside the recovery member 22 of the liquid
recovery mechanism 20.

FIG. 2 shows a plan view illustrating a schematic arrange-
ment of the liquid supply mechanism 10 and the liquid recov-
ery mechanism 20, and FIG. 3 shows a perspective view with
partially broken illustration. As shown in FIG. 2, the projec-
tion area AR1 of the projection optical system PL is designed
to have a rectangular shape in which the Y axis direction
(non-scanning direction) is the longitudinal direction. The
liquid immersion area AR2, which is filled with the liquid 1,
is formed on a part of the substrate P so that the projection area
AR1 is covered thereby. The first supply member 13 of the
liquid supply mechanism 10, which is used to form the liquid
immersion area AR2 of the projection area AR1, is provided
onone side (-X side) in the scanning direction with respect to
the projection area AR1, and the second supply member 14 is
provided on the other side (+X side).

As shown in FIGS. 2 and 3, the first and second supply
members 13, 14 have internal spaces (internal flow passages)
13H, 14H for allowing the liquid 1 fed from the first and
second liquid supply units 11, 12 to flow therethrough, and
supply ports 13A, 14A for supplying, onto the substrate P, the
liquid 1 having flown through the internal spaces 13H, 14H
respectively. Although the second liquid supply unit 12 is not
shown in FIG. 3, the structure thereof'is the same as that of the
first liquid supply unit 11. Each of the supply ports 13A, 14A
of'the first and second supply members 13, 14 is formed to be
substantially circular arc-shaped as viewed in the plan view.
The size of the supply port 13A, 14A in theY axis direction is
designed to be larger than at least the size of the projection
area AR1 in the Y axis direction. The supply ports 13A, 14A,
which are formed to be substantially circular arc-shaped as
viewed in the plan view, are arranged to interpose the projec-
tion area AR1 in relation to the scanning direction (X direc-
tion). The liquid supply mechanism 10 simultaneously sup-
plies the liquid 1 from a plurality of positions which are apart,
in a plurality of different directions, from the projection area
AR1 through the supply ports 13A, 14A, i.e., on different
sides of the rectangular projection area AR1 (from the both
sides (from the side in the +X direction and the side in the -X
direction) in this embodiment) of the projection area AR1.

The recovery member 22 of the liquid recovery mechanism
20 is a dual-structured annular member having a recovery
port 22A which is formed annularly and continuously so that
the recovery port 22A is directed to the surface of the sub-
strate P, and an annular internal space (internal flow passage)
22H which allows the liquid 1 recovered through the recovery
port 22A to flow therethrough. The recovery member 22 of
the liquid recovery mechanism 20 is arranged to surround the
projection area AR1 and the supply members 13, 14 of the
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liquid recovery mechanism 10. Partition members (parti-
tions) 23, which divide the internal space 22H into a plurality
of'spaces (divided spaces) 24 in the circumferential direction,
are provided at predetermined intervals in the recovery mem-
ber 22. That is, the partition members 23 are provided at the
inside of the recovery port 22 A which is formed continuously
to surround the projection area AR1. The respective divided
spaces 24, which are divided by the partition members 23,
make penetration in the vertical direction. The lower end of
the recovery member 22 having the recovery port 22A is
disposed closely to the surface of the substrate P. On the other
hand, the upper end is a manifold 25 as a collected space for
spatially collecting the plurality of divided spaces 24. One
end of the recovery tube 21A is connected to the manifold 25,
and the other end is connected to the liquid recovery unit 21.
The liquid recovery mechanism 20 recovers the liquid 1 from
the substrate P by the aid of the recovery port 22A (recovery
member 22) and the recovery tube 21A by driving the liquid
recovery unit 21. That is, the position of installation of the
recovery port 22A is the recovery position for recovering the
liquid 1 from the substrate P. The liquid recovery mechanism
20 recovers the liquid 1 from the substrate P at the recovery
position apart from the projection area AR1. In this embodi-
ment, the recovery port 22A of the liquid recovery mecha-
nism 20 is substantially circular and annular as viewed in the
plan view, which is constructed to surround the projection
area AR1. That is, the recovery port 22A exists on the four
sides of the rectangular projection area AR1 (on the side in the
+X direction, the side in the =X direction, the side in the +Y
direction, and the side in the -Y direction), i.e., at the four
positions which are apart in the four directions perpendicular
to the projection area AR1. Therefore, the liquid recovery
mechanism 20 can simultaneously recover the liquid 1 from
the substrate P at the plurality of positions which are apart, in
the plurality of different directions, from the projection area
AR1 by using the recovery port 22A provided to surround the
projection area AR1.

The positions of installation of the respective supply ports
13A, 14 A of the first and second supply members 13, 14 of the
liquid supply mechanism 10, i.e., the positions to supply the
liquid 1 onto the substrate P are disposed between the liquid
recovery positions (positions of the recovery port 22A) and
the projection area AR1. In other words, the liquid 1 is sup-
plied by the liquid supply mechanism 10 between the projec-
tion area AR1 and the liquid recovery positions of the liquid
recovery mechanism 20.

FIG. 4 shows a magnified side sectional view illustrating
major parts to depict the first and second supply members 13,
14 and the recovery member 22 arranged closely to the sub-
strate P. As shown in FIG. 4, the respective internal flow
passages 13H, 14H of the first and second supply members
13, 14 of the liquid supply mechanism 10 are provided sub-
stantially perpendicularly to the surface of the substrate P.
Similarly, the internal flow passage 22H (divided space 24) of
the recovery member 22 of the liquid recovery mechanism 20
is also provided substantially perpendicularly to the surface
of the substrate P. The supply positions of the liquid 1 sup-
plied by the first and second supply members 13, 14 to the
substrate P (positions of installation of the supply ports 13 A,
14A) are set between the liquid recovery position of the liquid
recovery mechanism 20 (position of installation of the recov-
ery port 22A) and the projection area AR1. The projection
optical system PL and the respective first and second supply
members 13, 14 are provided while being separated from
each other by predetermined distances. The recovery member
22 and the respective first and second supply members 13, 14
are provided while being separated from each other by pre-
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determined distances as well. In this embodiment, the dis-
tance between the surface of the substrate P and the supply
port 13A, 14 A, the distance between the surface of the sub-
strate P and the recovery port 22A, and the distance between
the surface of the substrate P and the lower end surface of the
projection optical system PL are set to be approximately
identical to one another. In other words, the positions
(heights) in the Z direction are set to be identical for the
supply ports 13A, 14A, the recovery port 22A, and the lower
end surface of the projection optical system PL respectively.

The liquid 1, which is supplied from the supply ports 13A,
14A of the first and second supply members 13, 14 to the
substrate P in the direction substantially perpendicular to the
substrate surface, is fed so that the liquid 1 is spread while
causing the wetting between the substrate P and the lower end
surface of the end portion (optical element 2) of the projection
optical system PL. Further, the liquid 1, which outflows to the
outside of the supply members 13, 14 with respect to the
projection area ARI1, is recovered (sucked) in the direction
substantially perpendicular to the substrate surface from the
recovery port 22A of the recovery member 22 which is
arranged outside the supply members 13, 14 with respect to
the projection area AR1.

In this embodiment, at least the members for allowing the
liquid 1 to flow therein, which are included in the respective
members for constructing the liquid supply mechanism 10
and the liquid recovery mechanism 20, are formed of, for
example, synthetic resin such as polytetrafluoroethylene.
Accordingly, it is possible to suppress the contamination of
the liquid 1 with any impurity.

The trap member 30, which is formed with the liquid trap
surface 31 having predetermined lengths to capture the liquid
1 unsuccessfully recovered by the recovery member 22 of the
liquid recovery mechanism 20, is provided outside the recov-
ery member 22 of the liquid recovery mechanism 20 in rela-
tion to the projection area AR1. The trap member 30 is
attached to the outer side surface of the recovery member 22.
The trap surface 31 is the surface (i.e., the lower surface) of
the trap member 30 directed toward the substrate P. The trap
surface 31 is inclined with respect to the horizontal plane as
shown in FIG. 4. Specifically, the trap surface 31 is inclined to
make separation from the surface of the substrate P (to be
directed upwardly) at outer positions with respect to the pro-
jection area AR1 (liquid immersion area AR2). The trap
member 30 is formed of, for example, metal such as stainless
steel.

As shown in FIG. 2, the trap member 30 is an annular
member as viewed in the plan view. The trap member 30 is
connected to the outer side surface of the recovery member 22
so that the trap member 30 is fitted to the recovery member 22.
The trap surface 31 of the trap member 30 is arranged to
surround the projection area AR1 (liquid immersion area
AR?2). In this embodiment, the trap member 30 and the trap
surface 31 as the lower surface thereof are substantially ellip-
tical as viewed in the plan view. That is, the trap surface 31 of
the trap member 30 is provided such that the length in the
radial direction differs depending on the position on the basis
of'the optical axis AX of the projection optical system PL. In
this embodiment, the length of the trap surface 31 in the
scanning direction (X axis direction) is longer than that in the
non-scanning direction (Y axis direction). More specifically,
the length of the trap surface 31 is the longest at the position
corresponding to the center of the projection area AR1 in the
Y axis direction.

A lyophilic or liquid-attracting treatment (water-attracting
treatment) is applied to the trap surface 31 to enhance the
affinity for the liquid 1. In this embodiment, the liquid 1 is
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water. Therefore, the surface treatment, which is in confor-
mity with the affinity for water, is applied to the trap surface
31. The surface of the substrate P is coated with a water-
repelling (with a contact angle of about 70 to 80°) photosen-
sitive material (for example, TARF-P6100 produced by
TOKYO OHKA KOGYO CO., LTD.) for the ArF excimer
laser. The liquid affinity of the trap surface 31 for the liquid 1
is higher than the liquid affinity of the surface of the substrate
P for the liquid 1.

The surface treatment for the trap surface 31 is performed
depending on the polarity of the liquid 1. In this embodiment,
the liquid 1 is water having large polarity. Therefore, as for the
liquid-attracting treatment for the trap surface 31, a thin film
is formed with a substance such as alcohol having a molecular
structure with large polarity. Accordingly, the liquid-attract-
ing property or hydrophilicity is given to the trap surface 31.
Alternatively, the water-attracting property or hydrophilicity
can be also given to the trap surface 31 by applying an O,
plasma treatment in which the plasma treatment is performed
by using, for example, oxygen (O,) gas as the treatment gas.
As described above, when water is used as the liquid 1, it is
desirable to adopt such a treatment that substance having the
molecular structure with the large polarity such as the OH
group is arranged on the trap surface 31. In this case, the thin
film for the surface treatment is formed of a material which is
insoluble in the liquid 1. The treatment condition of the lig-
uid-attracting treatment is appropriately changed depending
on the material characteristic of the liquid 1 to be used.

Next, an explanation will be made about a method for
exposing the substrate P with the pattern image of the mask M
by using the exposure apparatus EX described above.

In this embodiment, the exposure apparatus EX performs
the projection exposure for the pattern image of the mask M
onto the substrate P while moving the mask M and the sub-
strate P in the X axis direction (scanning direction). During
the scanning exposure, a part of the pattern image of the mask
M is projected onto the rectangular projection area AR1 dis-
posed just under the end portion of the projection optical
system PL. The mask M is moved at the velocity V in the -X
direction (or in the +X direction) with respect to the projec-
tion optical system PL, in synchronization with which the
substrate P is moved at the velocity -V (P represents the
projection magnification) in the +X direction (or in the -X
direction) by the aid of the XY stage 53. As shown in a plan
view of F1G. 5, a plurality of shot areas S1 to S12 are set on the
substrate P. After the exposure is completed for one shot area,
the next shot area is moved to the scanning start position in
accordance with the stepping movement of the substrate P.
The scanning exposure process is successively performed
thereafter for the respective shot areas while moving the
substrate P in the step-and-scan manner. In this embodiment,
the control unit CONT moves the XY stage 53 while moni-
toring the output of the laser interferometer 56 so that the
optical axis AX of the projection optical system PL is
advanced along broken line arrows 58 as shown in FIG. 5.

At first, the mask M is loaded on the mask stage MST, and
the substrate P is loaded on the substrate stage PST (see FIG.
1). Subsequently, when the scanning exposure process is
performed, the control unit CONT drives the liquid supply
mechanism 10 to start the operation to supply the liquid onto
the substrate P. The liquid 1, which is supplied from the first
and second liquid supply units 11, 12 of the liquid supply
mechanism 10 respectively in order to form the liquid immer-
sion area AR2, flows through the supply tubes 11A, 12A, and
then the liquid 1 is supplied onto the substrate P via the first
and second supply members 13, 14 to form the liquid immer-
sion area AR2 between the projection optical system PL. and
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the substrate P. In this embodiment, as shown in FIG. 4, the
liquid 1, which has flown through the supply tubes 11A, 12A,
is spread in the widthwise directions of the internal flow
passages 13H, 14H of the supply members 13, 14. The liquid
1 is supplied to wide ranges on the substrate P from the supply
ports 13A, 14A. In this arrangement, the supply ports 13A,
14 A are arranged on the both sides of the projection area AR1
in the X axis direction (scanning direction). The control unit
CONT simultaneously supplies the liquid 1 onto the substrate
P from the both sides of the projection area AR1 through the
supply ports 13A, 14A of the liquid supply mechanism 10.

The liquid supply mechanism 10 simultaneously supplies
the liquid 1 from the supply ports 13A, 14A provided on the
both sides of the projection area AR1, i.e., from the plurality
of positions which are apart, in the plurality of different
directions (+X direction, =X direction), from the projection
area AR1. Accordingly, the liquid 1, which is supplied onto
the substrate P from the supply ports 13A, 14A, forms the
liquid immersion area AR2 in a range which is wider than at
least the projection area AR1.

In this embodiment, when the liquid 1 is supplied to the
substrate P from the both sides of the projection area AR1 in
the scanning direction, the control unit CONT controls the
operation of the first and second liquid supply units 11, 12 of
the liquid supply mechanism 10 to supply the liquid so that
the supply amount per unit time of the liquid supplied from
the place in front of the projection area AR1 in relation to the
scanning direction is set to be larger than the supply amount
of'the liquid supplied from the place on the opposite side. For
example, when the exposure process is performed while mov-
ing the substrate P in the +X direction, the control unit CONT
is operated such that the amount of the liquid supplied from
the -X side with respect to the projection area AR1 (i.e., from
the supply port 13A) is larger than the amount of the liquid
supplied from the +X side (i.e., from the supply port 14A). On
the other hand, when the exposure process is performed while
moving the substrate P in the =X direction, the amount of the
liquid supplied from the +X side with respect to the projection
area AR1 is larger than the amount of the liquid supplied from
the -X side.

The control unit CONT drives the liquid recovery unit 21 of
the liquid recovery mechanism 20 to perform the operation to
recover the liquid on the substrate P concurrent with the
operation to supply the liquid 1 by the liquid supply mecha-
nism 10. Accordingly, as shown in FIG. 4, the liquid 1 on the
substrate P, which flows to the outside of the supply ports
13A, 14A with respect to the projection area AR1, is recov-
ered from the recovery port 22A. The liquid 1, which has been
recovered from the recovery port 22A, passes through the
divided spaces 24 comparted by the partition members 23
respectively, and then the liquid 1 is collected to the manifold
25. The liquid 1, which has been collected to the manifold 25,
passes through the recovery tube 21A, and the liquid 1 is
recovered by the liquid recovery unit 21. As described above,
this embodiment is provided with the structure in which the
plurality of divided spaces 24 are connected to the one liquid
recovery unit 21. The liquid recovery mechanism 20 simul-
taneously recovers the liquid 1 from the substrate P through
the recovery port 22A provided to surround the projection
area AR1 from the plurality of positions which are apart, in
the plurality of different directions, from the projection area
AR1, i.e., from the four sides of the rectangular projection
area AR1 (from the side in the +X direction, the side in the =X
direction, the side in the +Y direction, and the side in the =Y
direction).

The control unit CONT operates the liquid supply mecha-
nism 10 and the liquid recovery mechanism 20 to recover the
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liquid 1 from the substrate P concurrently with the supply of
the liquid 1 to the surface of the substrate P, while the pattern
image of the mask M is projected onto the substrate P to
perform the exposure via the projection optical system PL and
the liquid 1 disposed between the projection optical system
PL and the substrate P, while moving, in the X axis direction
(scanning direction), the substrate stage PST which supports
the substrate P. During this process, the liquid supply mecha-
nism 10 simultaneously supplies the liquid 1 through the
supply ports 13A, 14A from the both sides of the projection
area AR1 in relation to the scanning direction. Therefore, the
liquid immersion area AR2 is formed uniformly and satisfac-
torily. Further, the liquid recovery mechanism 20 simulta-
neously recovers the liquid 1 at the plurality of positions
around the projection area AR1 including the both sides of the
projection area AR1 in the scanning direction through the
recovery port 22A of the recovery member 22 which sur-
rounds the projection area AR1. Therefore, the liquid 1 is
prevented from the scattering and the outflow to the surround-
ings of the substrate P. In this embodiment, pure water, which
has the low affinity for the photosensitive material on the
surface of the substrate P, is supplied as the liquid 1. There-
fore, it is possible to smoothly perform the recovery by the
liquid recovery mechanism 20.

FIG. 6A schematically shows the behavior of the liquid 1
when the exposure process is performed for the first shot area
(forexample, S1, S3, etc. shown in FIG. 5) set on the substrate
P while moving the substrate P in the +X direction. With
reference to FIG. 6A, the liquid 1 is simultaneously supplied
from the supply ports 13A, 14A to the space between the
projection optical system PL and the substrate P. Accordingly,
the liquid immersion area AR2 is formed to include the pro-
jection area AR1. In this procedure, the amount of the liquid
1 supplied per unit time from the supply port 13 A provided on
the —X side with respect to the projection area AR1 is set to be
larger than the amount of the liquid supplied per unit time
from the supply port 14A provided on the +X side. Therefore,
the liquid 1, which is supplied from the supply port 13A, is
smoothly arranged in the space between the projection optical
system PL and the substrate P as ifthe liquid 1 is pulled by the
substrate P moving in the +X direction. The liquid 1, which
intends to outflow to the outside of the supply ports 13A, 14A,
is recovered from the recovery port 22A to suppress the
occurrence of any inconvenience which would be otherwise
caused such that the liquid 1 outflows to the surroundings of
the substrate P.

In such a situation, when the substrate P is moved in the +X
direction, then the amount of the liquid moved toward the +X
side with respect to the projection area AR is increased, and
the recovery port 22A, which has the liquid recovery position
disposed on the +X side, cannot recover all of the liquid 1 in
some cases. However, as shown in FIG. 6A, the liquid 1,
which is unsuccessfully recovered by the recovery port 22A
on the +X side, is captured by the trap surface 31 of the trap
member 30 provided on the +X side with respect to the liquid
recovery position. Therefore, the liquid 1 does not cause the
scattering and the outflow, for example, to the surroundings of
the substrate P. In this embodiment, the trap surface 31 is
subjected to the liquid-attracting treatment for the liquid 1,
and the trap surface 31 has the affinity for the liquid higher
than that of the surface of the substrate P. Therefore, the liquid
1, which intends to outflow to the outside of the liquid recov-
ery position of the recovery port 224, is not pulled toward the
substrate P but is pulled toward the trap surface 31. Accord-
ingly, the occurrence of any inconvenience is suppressed,
which would be otherwise caused for example, such that the
liquid 1 remains on the substrate P.
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In this embodiment, the trap surface 31 is inclined in the
upward direction at the outer positions on the basis of the
liquid immersion area AR2 including the projection area
ARI1. Therefore, it is possible to avoid the outflow of the
liquid 1 to the outside more effectively. In other words, owing
to the inclination in the upward direction, the second volume
of'the space between the substrate P and the trap surface 31 is
larger than the first volume of the space between the substrate
P and the projection optical system PL (volume correspond-
ing to the unit area of the substrate P). Therefore, the liquid 1,
which intends to outflow, is smoothly retained by the portion
of'the second volume. Further, owing to the inclination in the
upward direction, the fluid energy, which urges the outflow to
the outside, is converted into the potential energy as a result of
the movement in the upward direction along the trap surface
31. Accordingly, it is possible to effectively avoid the outflow
of the liquid 1 to the outside.

The amount of the liquid supplied from the supply port 14A
provided on the +X side is set to be smaller than the amount
of the liquid supplied from the supply port 13A provided on
the —X side. That is, the amount of the liquid supplied from
the supply port 14A disposed at the position nearer to the
recovery port 22A on the +X side as compared with the supply
port 13A is set to be small. Therefore, even when the liquid 1
is pulled by the substrate P which is moved toward the +X
side, the amount of the liquid of the outflow to the outside
from the +X side of the substrate P is suppressed.

When the exposure process is completed for the first shot
area, the control unit CONT causes the stepping movement of
the substrate P in order that the projection area AR1 of the
projection optical system PL is arranged on the second shot
area which is different from the first shot area. Specifically,
the control unit CONT causes the stepping movement in the’ Y
axis direction between the two shot areas S1, S2 on the
substrate P, for example, in order to perform the scanning
exposure process for the shot area S2 after the completion of
the scanning exposure process for the shot area S1. In this
procedure, the liquid supply mechanism 10 is operated such
that the supply amount of the liquid 1 during the stepping
movement between the two shot areas on the substrate P is
different from the supply amount during the exposure for the
shot area. Specifically, the control unit CONT is operated
such that the supply amount of the liquid supplied per unit
time from the liquid supply mechanism 10 onto the substrate
P during the stepping movement is smaller than the supply
amount of the liquid supplied during the scanning exposure
for the shot area. Accordingly, it is possible to suppress the
supply amount of the liquid supplied to the substrate P during
the stepping movement which does not contribute to the expo-
sure process. Itis possible to suppress the amount ofuse of the
liquid in the entire exposure process (until the substrate P is
unloaded from the substrate stage PST after the substrate P
has been loaded on the substrate stage PST and the exposure
process has been completed for all of the shot areas S1 to
S12). As described above, the control unit CONT changes the
liquid supply amount per unit time of each of the first and
second liquid supply units 11, 12 depending on the movement
operation for the substrate P (stepping movement or scanning
movement) which constitutes a part of the executing opera-
tion of the exposure process.

In this embodiment, the liquid supply mechanism 10
reduces the supply amount per unit time of the liquid 1 during
the stepping movement of the substrate P, but the operation to
supply the liquid 1 is maintained (continued). In other words,
the liquid supply mechanism 10 maintains (continues) the
operation to supply the liquid from the supply ports 13A, 14A
even when the scanning direction is changed due to the
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change ofthe shot area and even when the stepping movement
is performed. As described above, when the plurality of shot
areas on the substrate P are successively subjected to the
exposure, the liquid supply mechanism 10 continuously sup-
plies the liquid 1 from the supply ports 13 A, 14A provided at
the plurality of positions, while the liquid supply position is
not changed depending on the scanning direction, and the
liquid supply position is not changed during the stepping
movement. In other words, the liquid supply mechanism 10
continuously supplies the liquid 1 from the plurality of posi-
tions until a series of the exposure process operation is com-
pleted in relation to one substrate P (until the substrate P is
unloaded from the substrate stage PST after the substrate P
has been loaded on the substrate stage PST and the exposure
process has been completed for all of the shot areas S1 to
S12). Accordingly, it is possible to avoid the occurrence of the
vibration of the liquid (water hammer phenomenon) which
would be otherwise caused by the supply and the stop of the
liquid 1.

FIG. 6B schematically shows the behavior of the liquid 1
when the exposure process is performed for the second shot
area (for example, S2, S4, etc. shown in FIG. 5) set on the
substrate P while moving the substrate P in the —-X direction.
With reference to FIG. 6B, the liquid 1 is supplied from the
supply ports 13A, 14A to the space between the projection
optical system PL and the substrate P. Accordingly, the liquid
immersion area AR2 is formed to include the projection area
ARI1. In this procedure, the amount of the liquid 1 supplied
per unit time from the supply port 14A provided on the +X
side with respect to the projection area AR1 is set to be larger
than the amount of the liquid 1 supplied per unit time from the
supply port 13A provided on the —X side. Therefore, the
liquid 1, which is supplied from the supply port 14A is
smoothly arranged in the space between the projection optical
system PL and the substrate P as ifthe liquid 1 is pulled by the
substrate P moving in the —X direction. As described above,
the control unit CONT changes the liquid supply amount per
unit time of each of the first and second liquid supply units 11,
12 depending on the movement direction (movement opera-
tion) for the substrate P which constitutes a part of the execut-
ing operation of the exposure process. The liquid 1, which
intends to outflow to the outside of the supply ports 13A, 14A,
is recovered from the recovery port 22A to suppress the
occurrence of any inconvenience which would be otherwise
caused such that the liquid 1 outflows to the surroundings of
the substrate P.

In such a situation, when the substrate P is moved in the =X
direction, then the liquid 1, which is captured by the trap
surface 31 on the +X side, is moved downwardly along the
trap surface 31, and the liquid 1 is recovered from the recov-
ery port 22A of the liquid recovery mechanism 20. Accord-
ingly, it is possible to reliably avoid the remaining and the
outflow of the liquid 1 to the outside. The amount of the liquid
moved toward the —X side is increased as the substrate P is
moved toward the —X side. Accordingly, even when all of the
liquid 1 is unsuccessfully recovered by the recovery port 22A
on the —X side, the liquid 1 is captured by the trap surface 31
of'the trap member 30 provided on the —X side from the liquid
recovery position as shown in FIG. 6B.

Inthis embodiment, the trap surface 31 is formed so that the
trap surface 31 is inclined in the upward direction at the outer
positions with respect to the projection area AR1. However,
the trap surface 31 may be horizontal (0 degree). On the other
hand, if the trap surface 31 is inclined in the downward
direction, the fluid energy, which intends to outflow to the
outside, is not converted into the potential energy. Further,
when the substrate P is moved in the opposite direction as
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well, the fluid 1 is not moved to the recovery port 22A to make
downward movement along the trap surface 31. For this rea-
son, it is impossible to smoothly recover the liquid 1 from the
recovery port 22A. Therefore, it is preferable that the trap
surface 31 is a horizontal surface (0 degree) or an inclined
surface directed in the upward direction.

When the liquid supply amount per unit time to be supplied
onto the substrate P is large, and/or when the scanning veloc-
ity is high, then the liquid amount to outflow to the outside is
increased as well. Therefore, the angle of inclination of the
trap surface 31 is designed to be a most appropriate angle
depending on the liquid supply amount and the scanning
velocity. In other words, when the liquid supply amount is
large and/or when the scanning velocity is high, then the angle
of inclination of the trap surface 31 is set to be large. On the
other hand, if the angle of inclination of the trap surface 31 is
too large, the liquid 1 cannot be captured (retained) suffi-
ciently by the trap surface 31 in some cases. In such a situa-
tion, the liquid-retaining force of the trap surface 31 is
increased by enhancing the liquid-attracting property brought
about by the liquid-attracting treatment. Therefore, when the
angle of inclination is increased, the treatment condition of
the liquid-attracting treatment is changed to give the most
appropriate liquid-attracting property to the trap surface 31.
Accordingly, even when the angle of inclination is increased,
it is possible to retain the liquid 1. Thus, the angle of inclina-
tion of the trap surface 31 is set to be the optimum angle on the
basis of the respective parameters including, for example, the
liquid supply amount, the scanning velocity, and the material
characteristic of the liquid (liquid-attracting property of the
trap surface).

The recovery member 22 of this embodiment is con-
structed to possess the recovery port 22A which is formed
continuously to have the annular shape, the partition mem-
bers 23 which are provided in the recovery port 22A, and the
plurality of divided spaces 24 which are divided by the par-
tition members 23, wherein the liquid recovery unit 21 is
connected via the recovery tube 21A to the manifold 25 to
which the plurality of divided spaces 24 are collected.
Accordingly, it is enough that one liquid recovery unit 21 is
provided, which is constructed while including the vacuum
pump and the like. Therefore, the arrangement of the appa-
ratus can be simplified. In some situations, the suction load,
which is exerted to recover the liquid 1, may differ among the
respective positions of the recovery member 22 in the circum-
ferential direction. In such a state, the suction force of the
liquid recovery unit 21 may be lowered, and itis impossible to
smoothly perform the recovery operation. However, the pro-
vision of the partition members 23 makes it possible to
smoothly perform the recovery operation. That is, for
example, the following state may be sometimes caused due to
the behavior the liquid 1. Only the liquid 1 is recovered
(sucked) from the recovery port 22A on the +X side of the
recovery member 22, while the liquid 1 with the air (mixed
with the air) is sucked from the recovery port 22A on the -X
side. In such a situation, the air-mixed area is spread in the
recovery port 22A on the -X side, and the following incon-
venience may arise. That is, when the liquid 1 is recovered by
the liquid recovery unit 21 provided as one line as in this
embodiment, the mixed air lowers the suction force of the
vacuum pump which constitutes the liquid recovery unit 21.
However, the area, in which only the liquid 1 is sucked, can be
spatially separated from the air-mixed area by providing the
mutually independent divided spaces 24 by providing the
partition members 23 at the interior (in the internal space
22H) of'the recovery port 22A which is continuously formed.
Therefore, it is possible to avoid the occurrence of any incon-
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venience which would be otherwise caused such that the
air-mixed area is spread and/or the suction force of the liquid
recovery unit 21 is lowered by the mixed air. Accordingly, the
liquid recovery mechanism 20 can smoothly recover the lig-
uid 1 even when the liquid recovery unit 21 is provided as one
line.

As explained above, the liquid supply mechanism 10 is
provided, which simultaneously supplies the liquid 1 onto the
substrate P at the plurality of positions which are apart, in the
plurality of different directions, from the projection area AR1
(from the plurality of mutually different sides of the projec-
tion area AR1) in order to form the liquid immersion area
AR2. Therefore, even when the substrate P is moved in the
plurality of directions including the scanning direction (£X
directions) and the stepping direction (Y directions), the
liquid immersion area AR2 can be always formed smoothly
and satisfactorily between the projection optical system PL
and the substrate P. Therefore, the exposure process can be
performed at the high resolution and the wide depth of focus.

The liquid 1 is continuously supplied from the plurality of
positions by the liquid supply mechanism 10 when the plu-
rality of shot areas on the substrate P are successively sub-
jected to the exposure process respectively. Therefore, it is
possible to avoid the occurrence of the liquid vibration (water
hammer phenomenon) which would be otherwise caused by
the supply and the stop of the liquid 1. Thus, it is possible to
avoid the deterioration of the pattern to be transferred.

The liquid supply mechanism 10 supplies the liquid 1 from
the both sides of the projection area AR1 in the scanning
direction through the supply ports 13A, 14A. Therefore, the
supplied liquid 1 is spread while causing the wetting over the
projection area AR1 as if the liquid 1 is pulled by the substrate
P moving in the scanning direction. Therefore, the liquid
immersion area AR2 is smoothly formed to include the pro-
jection area AR1. In this embodiment, the liquid supply
mechanism 10 is operated such that the amount of the liquid
supplied from the position in front of the projection area AR1
in relation to the scanning direction is larger than the amount
of the liquid supplied from the position on the opposite side.
Therefore, the liquid 1, which is supplied onto the substrate P,
flows in the movement direction of the substrate P as if the
liquid 1 is pulled by the moving substrate P. The liquid 1 is
smoothly arranged as if the liquid 1 is attracted and intro-
duced into the space between the projection optical system
PL and the substrate P. Therefore, the liquid 1, which is
supplied from the liquid supply mechanism 10, is smoothly
arranged between the projection optical system PL and the
substrate P even when the supply energy thereof is small. It is
possible to form the liquid immersion area AR2 satisfactorily.
The direction of the flow of the liquid 1 can be switched by
changing the amount of the liquid supplied from the supply
ports 13 A, 14 A respectively depending on the scanning direc-
tion. Accordingly, the liquid immersion area AR2 can be
smoothly formed between the projection optical system PL
and the substrate P even when the substrate P is subjected to
the scanning in any one of the directions of the +X direction
and the —-X direction. Thus, it is possible to obtain the high
resolution and the wide depth of focus.

The recovery member 22 of the liquid recovery mechanism
20 is formed circularly and annularly to surround the projec-
tion area AR1 and the supply members 13, 14. The liquid 1 is
simultaneously recovered from the surface of the substrate P
at the plurality of positions (from the plurality of different
sides of the projection area AR1) which are apart, in the
plurality of different directions, from the projection area
ARI1. Therefore, it is possible to reliably avoid the occurrence
of the inconvenience including, for example, the scattering
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and the outflow of the liquid 1 to the outside of the substrate
P. That is, the liquid recovery mechanism 20 continuously
performs the recovery operation from the recovery port 22A
arranged to surround the projection area AR1 until a series of
the exposure process operation is completed for one substrate
P (until the liquid 1, which has formed the liquid immersion
area AR2, is completely recovered after the exposure process
has been completed for all of the shot areas S1 to S12 on the
substrate P). Therefore, even when the liquid 1 is spread while
causing the wetting in any direction during the operation of
the series of the exposure process for the substrate P, the liquid
1 can be recovered in a well-suited manner. Further, it is
unnecessary to stop the suction of the liquid through the
recovery port 22 during the operation of the series of the
exposure process in relation to the substrate P. Therefore, it is
possible to suppress the vibration caused by the stop of the
suction of the liquid.

The apparatus is provided with the trap member 30 for
capturing the liquid 1 unsuccessfully recovered by the liquid
recovery mechanism 20. Accordingly, it is possible to avoid
the occurrence of the inconvenience including, for example,
the scattering and the outflow of the liquid 1 to the outside of
the substrate P. In this embodiment, the trap surface 31 is
formed to have the elliptical shape as viewed in the plan view,
in which the longitudinal direction extends in the scanning
direction (X axis direction) in which the liquid 1 is most likely
to outflow to the outside of the substrate P. Therefore, it is
possible to reliably avoid the outflow of the liquid 1 to the
outside. The liquid-attracting treatment is applied to the trap
surface 31 to enhance the affinity for the liquid 1. Therefore,
it is possible to satisfactorily capture the liquid 1 which
intends to outflow. Further, the surface treatment is applied so
that the affinity of the trap surface 31 for the liquid is higher
than the affinity of'the surface of the substrate P for the liquid.
Therefore, the liquid 1, which intends to outflow to the out-
side, is captured by the trap surface 31 without being adhered
to the substrate P. Accordingly, it is possible to avoid the
occurrence of any inconvenience which would be otherwise
caused such that the liquid 1 remains on the surface of the
substrate P. The trap surface 31 is inclined in the upward
direction at the outer positions with respect to the projection
area AR1. Therefore, the liquid 1, which intends to outflow to
the outside, can be captured satisfactorily. Further, when the
scanning direction for the substrate P is reversed to the oppo-
site direction, then the captured liquid 1 is moved in the
downward direction along the trap surface 31, and hence the
liquid 1 is satisfactorily recovered by the recovery port 22A
which is connected to the trap surface 31.

The liquid (water) 1, which has the affinity for the liquid
contact surface 2a disposed at the end of the projection optical
system PL that is higher than the affinity for the photosensi-
tive material coated on the surface of the substrate P, is sup-
plied from the liquid supply mechanism 10 to perform the
liquid immersion exposure. Therefore, the optical path
between the projection optical system PL and the substrate P
can be reliably filled with the liquid 1. Further, the liquid (1),
which is supplied onto the substrate (P), is smoothly recov-
ered. Thus, itis possible to avoid the inconvenience including,
for example, the scattering and the outflow of the liquid 1.

In this embodiment, when the liquid 1 is supplied from the
both sides of the projection area AR1 in the scanning direc-
tion, the amount of the liquid supplied from the front position
in relation to the scanning direction is larger than the amount
of' the liquid supplied on the side opposite thereto. However,
the same amounts of the liquid 1 may be supplied from the
both sides of the projection area AR1. Also in this case, the
supply amount of the liquid 1 is not varied even when the
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scanning direction is switched. Therefore, it is possible to
more reliably avoid the occurrence of the water hammer
phenomenon. On the other hand, when the amounts of the
liquid supplied from the both sides of the projection area AR1
in the scanning direction are changed depending on the scan-
ning direction while continuously supplying the liquid 1, it is
possible to suppress the amount of use of the liquid 1 while
suppressing the occurrence of the water hammer phenom-
enon.

The embodiment of the present invention is constructed
such that the liquid 1 is continuously supplied from the supply
ports 13 A, 14A during the operation of the exposure process
for one piece of the substrate P. However, the supply may be
stopped during the operation. For example, the following
procedure may be also available. That is, when the substrate
P is subjected to the scanning movement toward the +X side,
then the liquid supply from the supply port 14A is stopped,
and the liquid 1 is supplied from only the supply port 13A.
When the substrate P is subjected to the scanning movement
toward the -X side, then the liquid supply from the supply
port 13A is stopped, and the liquid 1 is supplied from only the
supply port 14A. Further, it is also available that the liquid
supply mechanism 10 stops the supply of the liquid 1 to the
substrate P during the stepping movement of the substrate P.
In this procedure, the scanning exposure may be started as
follows. That is, the liquid 1 is supplied for a predetermined
period of time, and the scanning exposure is performed after
waiting for the convergence of the vibration of the liquid.
When the procedure or the arrangement as described above is
adopted, it is possible to suppress the amount of use of the
liquid 1. On the other hand, when the liquid 1 is continuously
supplied, it is possible to improve the throughput, because it
is unnecessary to set any waiting time for the convergence of
the vibration of the liquid.

This embodiment is constructed such that the supply ports
13A, 14A of the liquid supply mechanism 10 are provided on
the both sides in the scanning direction with respect to the
projection area AR1. However, for example, supply ports
(supply members) may be also provided to surround all of the
circumference of the projection area AR1, i.e., also on the
both sides of the projection area AR1 in the non-scanning
direction. The liquid 1 may be supplied onto the substrate P
from the respective supply ports provided to surround the
projection area AR1. In this arrangement, when the supply
ports are provided on the both sides of the projection area
AR1 in the scanning direction respectively and on the both
sides in the non-scanning direction respectively, i.e., when the
mutually independent four supply ports are provided to sur-
round the projection area AR1, then the liquid 1 may be
supplied from all of the four supply ports, or the liquid 1 may
be supplied from only the supply ports provided on the both
sides in the scanning direction while the liquid supply may be
stopped (or a small amount of the liquid may be supplied)
from the supply ports provided on the both sides in the non-
scanning direction, when the exposure process is performed
while moving the substrate P in the scanning direction. The
liquid may be supplied from the supply ports provided on the
both sides in the non-scanning direction, when the substrate P
is moved in the non-scanning direction. Alternatively, the
following arrangement is also available. That is, an annular
supply member is provided to surround the projection area
AR1, and the liquid 1 is supplied onto the substrate P by the
aid of the supply member. In this arrangement, it is enough
that one liquid supply unit is provided to feed the liquid 1 to
the supply member. Therefore, it is possible to simplify the
arrangement of the apparatus. On the other hand, when the
supply ports 13A, 14A are provided on the both sides in the
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scanning direction with respect to the projection area AR1 as
in the embodiment described above, the liquid immersion
area AR2 can be sufficiently formed for the projection area
ARI1. Thus, it is possible to suppress the amount of use of the
liquid 1.

This embodiment is constructed such that the supply ports
13 A, 14 A ofthe liquid supply mechanism 10 are provided on
the both sides in the scanning direction with respect to the
projection area AR1. However, when the space between the
projection optical system PL and the substrate P is sufficiently
filled with the liquid 1, the liquid may be supplied from one
supply port arranged near to the projection area AR1. Also in
this case, it is possible to suppress the amount of use of the
liquid 1 while suppressing the occurrence of the water ham-
mer phenomenon by continuously supplying the liquid from
the one supply port until the exposure is completed for all of
the shot areas on one substrate P.

In the embodiment described above, the first and second
supply members 13, 14 and the recovery member 22 are
separated from each other. However, the first and second
supply members 13, 14 and the recovery member 22 may be
connected to one another. Alternatively, connecting members
may be provided between the first and second supply mem-
bers 13, 14 and the recovery member 22 to connect them. The
embodiment described above has been explained such that
the internal flow passages 13H, 14H of the supply members
13, 14 and the internal flow passage 22H of the recovery
member 22 are perpendicular to the surface of the substrate P.
However, they may be inclined. For example, the internal
flow passages 13H, 14H (or the supply ports 13A, 14A) of the
supply members 13, 14 may be provided to be directed to the
projection area AR1. Further, the distance (height) of the
supply port 13A, 14A from the surface of the substrate P may
be different from that of the recovery port 22 A of the recovery
member 22.

It is preferable that the liquid supply mechanism 10 includ-
ing the supply members 13, 14 and the liquid recovery mecha-
nism 20 including the recovery member 22 are respectively
supported by a support member other than the projection
optical system PL and a support member for supporting the
projection optical system PL. Accordingly, it is possible to
avoid the transmission, to the projection optical system PL,, of
the vibration generated in the liquid recovery mechanism 10
and/or the liquid recovery mechanism 20. On the contrary,
when the projection optical system PL is allowed to make
contact with the supply members 13, 14 without any gap, itis
also possible to expect an effect to prevent the liquid 1 from
mixing with the atmospheric air.

Another embodiment of the present invention will be
explained below. In the following description, the same or
equivalent constitutive parts as those of the embodiment
described above are designated by the same reference numer-
als, any explanation of which will be simplified or omitted.

The liquid recovery mechanism 20 according to the
embodiment described above is provided with the one liquid
recovery unit 21, and the recovery member 22 which is con-
nected to the liquid recovery unit 21 via the recovery tube 21A
and which has the recovery port 22A formed continuously to
have the annular shape. However, it is also allowable that a
plurality of liquid recovery units are provided. Accordingly, it
is possible to suppress the dispersion of the recovery force at
each of the recovery positions of the recovery port 22A.
Further, the control unit CONT may vary the respective
recovery forces of the plurality of liquid recovery units
depending on the liquid recovery positions. This arrangement
will be explained with reference to FIG. 7.
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FIG. 7 shows another embodiment of the present invention,
which schematically depicts a plan view illustrating another
example of the liquid recovery mechanism 20. With reference
to FIG. 7, the liquid recovery mechanism 20 includes a first
liquid recovery unit 26, a second liquid recovery unit 27, a
first recovery member 28 which is connected to the first liquid
recovery unit 26 via a recovery tube 26A, and a second
recovery member 29 which is connected to the second liquid
recovery unit 27 via a recovery tube 27A. Each of the first and
second recovery members 28, 29 is formed to be circular
arc-shaped as viewed in the plan view. The first recovery
member 28 is arranged on the —X side of the projection area
ARI1, while the second recovery member 29 is arranged on the
+X side of the projection area AR1. Each of the first and
second recovery members 28, 29 is provided with a recovery
port which is directed toward the substrate P, and partition
members which are provided therein, in the same manner as
in the embodiment described above. The recovery operations
of the first and second liquid recovery units 26, 27 are per-
formed independently by the control unit CONT respectively.

When the shot area on the substrate P is subjected to the
scanning exposure, then the control unit CONT supplies the
liquid 1 from the liquid supply mechanism 10 onto the sub-
strate P, and the control unit CONT drives the first and second
liquid recovery units 26, 27 of the liquid recovery mechanism
20 respectively to recover the liquid 1 from the surface of the
substrate P. In this embodiment, the control unit CONT con-
trols the liquid recovery force of the liquid recovery mecha-
nism 20 so that the liquid recovery force is varied depending
on the liquid recovery position. Specifically, the control unit
CONT makes the setting in relation to the scanning direction
such that the recovery amount (recovery force) of the liquid
recovered per unit time at the position in front of the projec-
tion area AR1 is smaller than the recovery amount of the
liquid recovered on the side opposite thereto. That is, the
liquid recovery force is increased on the front side (down-
stream side of the flow of the liquid 1) in the scanning direc-
tion. Specifically, when the substrate P is moved in the +X
direction, the recovery force, which is exerted by the second
recovery member 29 (second liquid recovery unit 27) pro-
vided on the +X side with respect to the projection area AR1,
is larger than the recovery force which is exerted by the first
recovery member 28 (first liquid recovery unit 26) provided
on the —-X side. Accordingly, it is possible to smoothly per-
form the operation to recover the liquid on the substrate P
while avoiding the outflow of the liquid 1 to the outside.

The embodiment described above is constructed such that
the operations to recover the liquid by the first and second
liquid recovery units 26, 27 are performed simultaneously.
However, the operations may be performed separately. For
example, the following process is also available. That is,
when the substrate P is moved in the +X direction, then the
operation to recover the liquid is performed by using only the
second recovery member 29 (second liquid recovery unit 27)
provided on the +X side with respect to the projection area
AR1, and the operation to recover the liquid, which is to be
performed by using the first recovery member 28 (first liquid
recovery unit 26), is stopped. In this case, the liquid 1 princi-
pally flows toward the +X side. Therefore, the liquid 1 can be
recovered by only the recovery operation performed by the
second liquid recovery unit 27.

In the respective embodiments described above, the recov-
ery member of the liquid recovery mechanism 20 is arranged
to surround the entire projection area AR1. However, the
recovery members may be provided on only the both sides of
the projection area AR1 in the scanning direction.
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In the respective embodiments described above, the recov-
ery member of the liquid recovery mechanism 20 is formed
continuously to surround the projection area AR1. However,
as shown in FIG. 8, a plurality of recovery members 22D may
be arranged discontinuously or intermittently. Similarly, a
plurality of supply members 13D, 14D may be arranged
discontinuously or intermittently in relation to the liquid sup-
ply mechanism 10 as well. Also in this arrangement, the
recovery operation is continuously performed with the recov-
ery ports arranged to surround the projection area ARI.
Therefore, the liquid 1 can be recovered satisfactorily even
when the liquid 1 is spread while causing the wetting in any
direction.

When a plurality of recovery members of the liquid recov-
ery mechanism 20 are provided, for example, the liquid
recovery force (liquid recovery amount per unit time) at the
position apart from the projection area AR1 in the scanning
direction may be increased by the liquid recovery mechanism
20 to be larger than the liquid recovery force at any different
position, specifically at any position apart in the non-scanning
direction. Accordingly, the liquid 1 on the substrate P can be
smoothly recovered when the scanning exposure is per-
formed.

Alternatively, a plurality of liquid recovery units each hav-
ing a vacuum pump or the like may be connected through
recovery tubes to the respective divided spaces 24 divided by
the partition members 23 respectively to individually control
the recovery operations of the plurality of liquid recovery
units so that the recovery force may be varied depending on
the liquid recovery position thereof. Alternatively, the recov-
ery force may be varied depending on the liquid recovery
position such that the liquid recovery units are not connected
to the respective divided spaces 24 individually, one liquid
recovery unit is connected to the plurality of divided spaces
24 through a plurality of recovery tubes respectively, and
valves are provided for the recovery tubes respectively to
adjust the valve opening degrees of the valves. Further, the
recovery force can be varied for each of the divided spaces 24
by the pressure loss by changing the lengths of the plurality of
recovery tubes as described above.

In the respective embodiments described above, the supply
member of the liquid supply mechanism 10 has the substan-
tially circular arc-shaped form as viewed in the plan view.
However, as shown in FIG. 9, the supply member may have a
linear or straight form. In this embodiment, the supply mem-
bers 13, 14, which are linear as viewed in the plan view as
shown in FIG. 9, are provided on the both sides of the pro-
jection area AR1 in the scanning direction respectively. Simi-
larly, the recovery member 22 of the liquid recovery mecha-
nism 20 is not limited to have the annular form. As shown in
FIG. 9, the recovery member 22 may be rectangular.

As shown in FIG. 10A, a porous member 40 may be pro-
vided for the internal flow passage 13H (14H) of the supply
member 13 (14) of the liquid supply mechanism 10. Alterna-
tively, as shown in FIG. 10B, partition members 41 may be
provided to form slit-shaped flow passages. By doing so, the
liquid 1, which is supplied from the supply member 13 (14)
onto the substrate P, can be rectified. It is possible to suppress
the occurrence of any inconvenience which would be other-
wise caused such that any turbulence appears on the substrate
P and the liquid is vibrated.

The respective embodiments described above have been
explained such that the trap member 30 (trap surface 31) is
elliptical as viewed in the plan view. However, the trap mem-
ber 30 (trap surface 31) may be perfect circular or rectangular.
On the other hand, the liquid 1 tends to outflow on the both
sides of the projection area AR1 in the scanning direction.
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Therefore, when the trap member 30 has the elliptical shape
as in the embodiment described above, the liquid 1, which
intends to outflow, can be captured satisfactorily. The
embodiment described above is constructed such that the trap
member 30 (trap surface 31) has the elliptical shape, and the
trap member 30 (trap surface 31) is provided at the entire
portion outside the liquid recovery positions of the recovery
member 22 to surround the recovery member 22. However, it
is also allowable that the trap member 30 (trap surface 31) is
provided on only the both sides of the projection area AR1 in
the scanning direction, and the trap member 30 (trap surface
31) is not provided at any position apart from the projection
area AR1 in the non-scanning direction. The liquid 1, which
intends to outflow, can be captured satisfactorily by merely
providing the trap member 30 on the both sides of the projec-
tion area AR1 in the scanning direction, because the liquid 1
tends to outflow on the both sides in the scanning direction.
The angle of inclination of the trap surface 31 may be
designed so that the angle of inclination differs depending on
the position. For example, the angle of inclination of the trap
surface 31 may be increased at positions in the vicinity of the
both sides ofthe projection area AR1 in the scanning direction
as compared with those at the other positions. It is not neces-
sarily indispensable that the trap surface 31 is the flat surface.
It is also allowable to use, for example, a shape obtained by
combining a plurality of flat surfaces.

FIG. 11 shows another embodiment of the trap surface 31
of'the trap member 30. As shown in FIG. 11, the trap surface
31 may be a curved surface. Specifically, as shown in FIG. 11,
the trap surface 31 may be a quadric curve or a circular arc as
viewed in a cross section. In this embodiment, it is preferable
that the trap surface 31 is a curved surface which is expanded
toward the substrate P. Even in the case of such a shape, it is
possible to capture the liquid 1 satisfactorily.

Alternatively, as shown in FIG. 12, it is also allowable to
apply, to the trap surface 31, a treatment to enlarge the surface
area, specifically, a rough surface-forming treatment. When
the rough surface-forming treatment is applied, then the sur-
face area of the trap surface 31 is enlarged, and the liquid 1 can
be captured more satisfactorily. It is not necessarily indis-
pensable that the rough surface-forming treatment is applied
to the entire surface of the trap surface 31. The rough surface-
forming treatment may be applied, for example, to only a part
of area disposed in the scanning direction.

As shown in FIG. 13, the trap member 30 may be com-
posed of a plurality of fin members 32. With reference to FI1G.
13, the fin member 32 is substantially triangular as viewed in
a side view. The side (lower side), which is opposed to the
substrate P, is inclined in the upward direction at outer posi-
tions with respect to the projection area AR1. The plurality of
fin members 32 are attached radially to the outer side surface
of the recovery member 22 so that the longitudinal direction
thereof is directed outwardly. In this embodiment, the plural-
ity of fin members 32 are separated from each other. Space
sections 33 are formed between the respective fin members
32. The liquid 1, which is unsuccessfully recovered by the
recovery member 22, is captured by the surface tension by the
space sections 33 between the fin members 32. Accordingly,
the liquid 1 is prevented from the outflow to the outside of the
substrate P.

The plurality of fin members 32 may be provided at equal
intervals, or they may be provided at unequal intervals. For
example, the intervals between the fin members 32 provided
at positions in the scanning direction may be set to be smaller
than the intervals between the fin members 32 provided at
positions in the non-scanning direction. The plurality of fin
members 32 may have an identical length (size in the radial
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direction) respectively. Alternatively, the fin member 32,
which is provided at the position in the scanning direction,
may have a length that is longer than the length of the fin
member 32 which is provided at the position other than the
above. A part of the area for the trap member 30 may be
composed of the fin members, and the remaining area may be
composed of the trap surface. The fin members 32 may be
attached to the trap surface 31 as explained, for example, with
reference to FIG. 4. It is preferable that the liquid-attracting
treatment is also applied to the surface of the fin member 32
in order to enhance the affinity for the liquid 1.

In the respective embodiments described above, when the
liquid-attracting treatment is applied to the trap surface 31 (or
the fin members 32), the liquid-attracting property of the trap
surface 31 may be allowed to posses a distribution. In other
words, the surface treatment can be performed so that the
contact angles of the liquid are mutually different values for a
plurality of areas on the surface to be subjected to the surface
treatment. For example, the liquid-attracting property may be
lowered in a part of the area of the trap surface 31 disposed
outside the projection area AR1 as compared with the area
disposed inside. Further, it is not necessarily indispensable
that all of the trap surface 31 is subjected to the liquid-
attracting treatment. For example, only a part of the area
disposed in the scanning direction may be subjected to the
liquid-attracting treatment.

The embodiment described above has been explained such
that the liquid-attracting treatment is applied to the trap sur-
face 31. However, the liquid-attracting treatment can be also
applied to the surface of the flow passage through which the
liquid 1 flows, included in the liquid supply mechanism 10
and/or the liquid recovery mechanism 20. In particular, when
the liquid-attracting treatment is applied to the recovery
member 22 of the liquid recovery mechanism 20, the liquid
can be recovered smoothly. Alternatively, the liquid-attract-
ing treatment can be also applied to the end portion of the
projection optical system PL including the barrel PK with
which the liquid 1 makes contact. When a thin film is formed
on the optical element 2, then the thin film is formed of a
material having a transmittance with respect to the exposure
light beam EL, and the film thickness thereof is designed to
such an extent that the exposure light beam EL can be trans-
mitted therethrough, because the thin film is arranged on the
optical path for the exposure light beam EL.

The thin film for the surface treatment may be either a
single layer film or a film composed of a plurality of layers. As
for the material for forming the thin film, it is possible to use
arbitrary materials provided that the material can exhibit the
desired performance, including, for example, metals, metal
compounds, and organic matters.

The surface treatment may be also applied to the surface of
the substrate P in conformity with the affinity for the liquid 1.
As described above, it is preferable that the affinity of the trap
surface 31 for the liquid is higher than the affinity of the
surface of the substrate P for the liquid.

Next, an explanation will be made with reference to FIG.
14 about still another embodiment of a liquid supply mecha-
nism 10 and a liquid recovery mechanism 20 according to the
present invention.

With reference to FIG. 14, the liquid supply mechanism 10
includes a first liquid supply unit 11, a second liquid supply
unit 12, a first supply member 13 which is provided on one
side (=X side) in the scanning direction with respect to the
projection area AR1, a second supply member 14 which is
provided on the other side (+X side), a first supply tube 41
which connects the first liquid supply unit 11 and the first
supply member 13 with each other, and a second supply tube

10

15

20

25

30

35

40

45

50

55

60

65

30

42 which connects the second liquid supply unit 12 and the
second supply member 14 with each other. The first and
second supply members 13, 14 include internal flow passages
13H, 14H and supply ports 13A, 14A formed at their lower
ends respectively, which are formed to be substantially circu-
lar arc-shaped as viewed in a plan view, in the same manner as
in the embodiment described with reference to FIGS. 2 and 3.

The first supply tube 41, which connects the first liquid
supply unit 11 and the first supply member 13, has a straight
tube section 43 and a slit tube section 44. One end of the
straight tube section 43 is connected to the first liquid supply
unit 11, and the other end of the straight tube section 43 is
connected to one end of the slit tube section 44. The other end
of'the slit tube section 44 is connected to the upper end of the
internal flow passage 13H of the first supply member 13. One
end ofthe slit tube section 44 is formed to have approximately
the same size as that of the straight tube section 43, and the
other end thereof is formed to have approximately the same
size as that of the upper end of the first supply member 13. The
slit tube section 44 is formed to be substantially triangular as
viewed in a plan view so that the slit tube section 44 is
gradually widened in the horizontal direction from one end to
the other end. A slit-shaped internal flow passage 44H, which
is formed in the slit tube section 44, is formed so that the
internal flow passage 44H is gradually widened in the hori-
zontal direction from one end to the other end.

Similarly, the second supply tube 42, which connects the
second liquid supply unit 12 and the second supply member
14, has a straight tube section 45 and a slit tube section 46.
One end of the straight tube section 45 is connected to the
second liquid supply unit 12, and the other end of the straight
tube section 45 is connected to one end of the slit tube section
46. The other end of the slit tube section 46 is connected to the
upper end of the internal flow passage 14H of the second
supply member 14. One end of the slit tube section 46 is
formed to have approximately the same size as that of the
straight tube section 45, and the other end thereofis formed to
have approximately the same size as that of the upper end of
the second supply member 14. The slit tube section 46 is
formed to be substantially triangular as viewed in a plan view
so that the slit tube section 46 is gradually widened in the
horizontal direction from one end to the other end. A slit-
shaped internal flow passage 46H, which is formed in the slit
tube section 46, is formed so that the internal flow passage
46H is gradually widened in the horizontal direction from one
end to the other end.

The liquid recovery mechanism 20 includes a recovery
member 22 which is formed to be annular as viewed in a plan
view, a plurality of liquid recovery units 61 to 64, and a
plurality of recovery tubes 71 to 74 which connect the recov-
ery member 22 and the respective liquid recovery units 61 to
64 to one another. In this embodiment, the liquid recovery
units include four of the first to fourth liquid recovery units 61
to 64, and the recovery tubes include four of the first to fourth
recovery tubes 71 to 74 corresponding thereto. The recovery
member 22 includes an annular internal flow passage 22H,
and a recovery port 22A formed at the lower end thereof, in
the same manner as in the embodiment explained with refer-
ence to FIGS. 2 and 3. No partition member (23) is provided
for the internal flow passage 22H ofthe embodiment shown in
FIG. 14. The recovery members 22 of the liquid recovery
mechanism 20 are arranged outside the first and second sup-
ply members 13, 14 of the liquid supply mechanism 10.

The first recovery tube 71, which connects the first liquid
recovery unit 61 included in the plurality of liquid recovery
units and the recovery member 22, has a straight tube section
75 and a slit tube section 76. One end of the straight tube
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section 75 is connected to the first liquid recovery unit 61, and
the other end of the straight tube section 75 is connected to
one end of the slit tube section 76. The other end of the slit
tube section 76 is connected to the upper end of the internal
flow passage 22H of'the recovery member 22. In this embodi-
ment, one end of the slit tube section 76 is formed to have
approximately the same size as that of the straight tube sec-
tion 75, while the other end of the slit tube section 76 is
formed to have a size which is approximately %4 of the upper
end of the annular recovery member 22. The slit tube section
76 is formed to be substantially triangular as viewed in a plan
view so that the slit tube section 76 is gradually widened in the
horizontal direction from one end to the other end. A slit-
shaped internal flow passage 76H, which is formed in the slit
tube section 76, is formed so that the internal flow passage
76H is gradually widened in the horizontal direction from one
end to the other end.

Similarly, the second recovery tube 72, which connects the
second liquid recovery unit 62 and the recovery member 22,
has a straight tube section 77 and a slit tube section 78. One
end ofthe slit tube section 78 is formed to have approximately
the same size as that of the straight tube section 77, while the
other end of the slit tube section 78 is formed to have a size
which is approximately %4 of the upper end of the annular
recovery member 22. The slit tube section 78 is formed to be
substantially triangular as viewed in a plan view. A slit-
shaped internal flow passage 78H, which is formed in the slit
tube section 78, is formed so that the internal flow passage
78H is gradually widened in the horizontal direction from one
end to the other end. Further, the third recovery tube 73, which
connects the third liquid recovery unit 63 and the recovery
member 22, has a straight tube section 79 and a slit tube
section 80. The fourth recovery tube 74, which connects the
fourth liquid recovery unit 64 and the recovery member 22,
has a straight tube section 81 and a slit tube section 82. Each
of the other ends of the slit tube sections 80, 82 is formed to
have a size which is approximately %4 of the upper end of the
annular recovery member 22. Each of the slit tube sections 80,
82 is formed to be substantially triangular as viewed in a plan
view. Slit-shaped internal flow passages 80H, 82H, which are
formed in the slit tube sections 80, 82 respectively, are formed
so that each of the internal flow passages 80H, 82H is gradu-
ally widened in the horizontal direction from one end to the
other end.

The members for allowing the liquid to flow therethrough,
specifically the supply tubes 41, 42 and the recovery tubes 71
to 74, which are included in the members for constructing the
liquid supply mechanism 10 and the liquid recovery mecha-
nism 20, may be made of synthetic resin such as polytet-
rafluoroethylene as described above. Alternatively, for
example, they may be made of metal such as stainless steel
and aluminum. In this embodiment, the members, through
which the fluid flows, are made of metal. In particular, when
the members for constructing the flow passages for the liquid,
which are included in the liquid supply mechanism 10 and the
liquid recovery mechanism 20, are made of aluminum, it is
possible to allow the liquid to flow smoothly, because alumi-
num has the small contact angle with respect to the liquid
(water). Although not shown in FIG. 14, the trap member 30
is provided around the recovery member of the liquid recov-
ery mechanism 20 in the same manner as in the embodiment
described above.

Next, an explanation will be made about the operation of
the liquid supply mechanism 10 and the liquid recovery
mechanism 20. In order to form the liquid immersion area
(AR2), the control unit CONT drives the first and second
liquid supply units 11, 12 of the liquid supply mechanism 10
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respectively. The liquid 1, which is fed from the first and
second liquid supply units 11, 12 respectively, flows through
the first and second supply tubes 41, 42 respectively, and the
liquid 1 is supplied onto the substrate P via the first and
second supply members 13, 14. In this embodiment, the liq-
uid 1, which is fed from the first liquid supply unit 11, flows
through the straight tube section 43 of'the first supply tube 41,
and then the liquid 1 flows through the slit tube section 44.
Accordingly, the liquid 1 is spread in the horizontal direction
(lateral direction). The liquid 1 is spread at the other end of the
slit tube section 44 to a size approximately equal to the size of
the internal flow passage 13H (supply port 13A) of the first
supply member 13 intheY axis direction. After that, the liquid
1 is supplied onto the substrate P via the internal flow passage
13H of the first supply member 13. Accordingly, the liquid 1
is supplied onto the substrate P at approximately uniform
liquid supply amounts at the respective positions of the sub-
stantially circular arc-shaped supply port 13A in which the
longitudinal direction extends in the Y axis direction. Simi-
larly, the liquid 1, which is fed from the second liquid supply
unit 12, also flows through the straight tube section 45 of the
second supply tube 42, and then the liquid 1 is spread in the
horizontal direction (lateral direction) via the slit tube section
46. After that, the liquid 1 is supplied to the second supply
member 14. Therefore, the liquid 1 is supplied onto the sub-
strate P at approximately uniform liquid supply amounts at
the respective positions of the supply port 14A.

That is, in the embodiment described with reference to
FIGS. 2 and 3, the entire supply tube 11A is constructed by
the straight tube. Therefore, when the liquid is directly sup-
plied from the supply tube 11A as the straight tube to the first
supply member 13 in which the longitudinal direction
extends in the Y axis direction, the difference in the flow
passage area causes the difference between the liquid supply
amount at the central portion in the longitudinal direction of
the supply port 13 A of the first supply member 13, i.e., at the
position disposed just under the supply tube 11A and the
liquid supply amount at the end of the supply port 13A in the
longitudinal direction, i.e., at the position separated from the
supply tube 11A. As a result, the liquid supply amount is
sometimes nonuniform at the respective positions of the sup-
ply port 13A. Specifically, the liquid supply amount at the
central portion of the supply port 13A in the longitudinal
direction (position disposed just under the supply tube 11A)
is larger than the liquid supply amount at the end of the supply
port 13A in the longitudinal direction (position separated
from the supply tube 11A). It is impossible to supply the
liquid uniformly, and there is such a possibility that the liquid
immersion area AR2 may be nonuniform. However, when the
liquid 1 is supplied from the first liquid supply unit 11 to the
first liquid supply member 13 (supply port 13A) in which the
longitudinal direction extends in the'Y axis direction, the size
of'the flow passage of at least a part of the supply tube 41 is set
depending on the size of the first supply member 13. As in this
embodiment, a part of the supply tube 41 is provided as the slit
tube section 44 having the tapered internal flow passage 44H
which is gradually widened in the horizontal direction toward
the first supply member 13. Accordingly, the liquid 1 can be
supplied onto the substrate P at the approximately uniform
liquid supply amounts at the respective positions of the sup-
ply port 13A of the first supply member 13 in which the
longitudinal direction extends in the Y axis direction. Simi-
larly, the liquid 1, which is fed from the second liquid supply
unit 12, is also supplied onto the substrate P uniformly
through the second supply tube 42 and the second supply
member 14.
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The control unit CONT drives the first to fourth liquid
recovery units 61 to 64 of the liquid recovery mechanism 20
respectively to recover the liquid 1 from the surface of the
substrate P by the aid of the recovery member 22 and the first
to fourth recovery tubes 71 to 74 respectively. The first to
fourth liquid recovery units 61 to 64 recover the liquid 1 by
sucking the liquid 1 from the surface of the substrate P
through the first to fourth recovery tubes 71 to 74 respectively.
The liquid 1 is recovered from the substrate P at approxi-
mately uniform recovery amounts (recovery forces) at the
respective positions of the recovery port 22A of the annular
recovery member 22.

That is, when the recovery tube as the straight tube is
directly connected to the recovery member 22 in the same
manner as described above, then the difference in the flow
passage area causes the difference in the liquid recovery
amount (recovery force) at each of the positions of the recov-
ery port 22 A, and the liquid recovery amount may be nonuni-
form at each of the positions of the recovery port 22A in some
cases. For example, the liquid recovery amount at the position
disposed just under the recovery tube is larger than the liquid
recovery amount at the positions other than the above. There
is such a possibility that the liquid cannot be recovered uni-
formly and the liquid immersion area AR2 may be nonuni-
form. However, when parts of the recovery tubes are the slit
tube sections 76, 78, 80, 82 each of which has the tapered
internal flow passage that is gradually widened in the hori-
zontal direction toward the recovery member 22 as in this
embodiment, the liquid can be recovered from the substrate P
at the approximately uniform liquid recovery amounts at the
respective positions of the recovery port 22A of the annular
recovery member 22.

As described above, the liquid can be supplied uniformly at
the respective positions of the supply ports 13 A, 14A respec-
tively, and the liquid can be recovered uniformly at the respec-
tive positions of the recovery port 22A. Therefore, it is pos-
sible to form the uniform liquid immersion area AR2.

In the embodiment described with reference to FI1G. 14, the
internal flow passage 44H (46H) of the slit tube section 44
(46) is hollow. However, as shown in FIG. 15, a plurality of fin
members 85 may be provided in the flow direction of the
liquid 1 (from one end to the other end of the slit tube section)
for the internal flow passage 44H (46H) of the slit tube section
44 (46) which constitutes a part of the supply tube 41 (42) of
the liquid supply mechanism 10. Accordingly, the liquid 1 can
be supplied onto the substrate P by the aid of the supply
member 13 (14) after rectifying the liquid 1. The fin members
85 may be elongated to extend over the internal flow passage
13H (14H) of the supply member 13 (14). Such fin members
85 may be provided for the internal flow passages 76H, 78H,
80H, 82H of the slit tube sections 76, 78, 80, 82 which
construct the recovery tubes of the liquid recovery mecha-
nism 20 respectively.

For example, when the substrate P is subjected to the scan-
ning movement at a high velocity, the following situation may
be conceived. That is, the liquid 1 cannot be recovered suffi-
ciently from the substrate P even in the case of the embodi-
ment shown in FIG. 14, and the liquid 1 on the substrate P may
outtlow to the outside of the recovery member 22. In such a
situation, the lower surfaces of the slit tube sections 44, 46
each having the substantially triangular shape as viewed in a
plan view provided at the positions in the scanning direction
(X axis direction) of the substrate P can be used as trap
surfaces in place of the trap member 30.

This embodiment is constructed such that the plurality of
recovery tubes 71 to 74 are connected to one recovery mem-
ber 22. However, a plurality of recovery members (recovery
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ports) may be provided closely to the substrate P so that the
plurality of recovery members (recovery ports) correspond to
the plurality of recovery tubes 71 to 74.

Next, an explanation will be made about still another
embodiment of a liquid supply mechanism 10 and a liquid
recovery mechanism 20 according to the present invention
with reference to FIGS. 16 to 19.

FIG. 16 shows a schematic perspective view illustrating the
liquid supply mechanism (10) and the liquid recovery mecha-
nism (20) according to this embodiment. With reference to
FIG. 16, the liquid supply mechanism (10) includes first and
second liquid supply units 11, 12, and first and second supply
tubes 41,42 which are connected to the first and second liquid
supply units 11, 12 respectively. The liquid recovery mecha-
nism (20) includes first to fourth liquid recovery units 61 to
64, and first to fourth recovery tubes 71 to 74 which are
connected to the first to fourth liquid recovery units 61 to 64
respectively. One end of each of the first and second recovery
tubes 41, 42 is connected to each of the first and second liquid
supply units 11, 12. The other end is connected to each of
supply passages formed by a flow passage-forming member
90 as described later on. One end of each of the first to fourth
recovery tubes 71 to 74 is connected to each of the first to
fourth liquid recovery units 61 to 64. The other end is con-
nected to each of recovery passages formed by the flow pas-
sage-forming member 90 as described later on.

The flow passage-forming member 90 includes a first
member 90, a second member 92 which is arranged on the
first member 91, and a third member 93 which is arranged on
the second member 92. The flow passage-forming member 90
is arranged to surround the projection optical system PL. The
first to third members 91 to 93, which constitute the flow
passage-forming member 90, are rectangular plate members
having an identical outer size respectively, and they have
holes 91A to 93 A disposed at central portions thereof so that
the projection optical system PL may be arranged therein.
The holes 91A to 93A are formed so that they are communi-
cated with each other. The first and second supply tubes 41, 42
are connected to the third member 93 disposed at the upper-
most stage of the first to third members. The first to fourth
recovery tubes 71 to 74 are connected to the second member
92 disposed at the middle stage.

FIG. 17 shows a perspective view illustrating the first
member 91 which is arranged at the lowermost stage of the
first to third members. The first member 91 includes a first
supply hole 94A which is formed on the -X side of the
projection optical system PL. and which forms a supply port
for supplying the liquid 1 to the substrate P, and a second
supply hole 95A which is formed on the +X side of the
projection optical system PL. and which forms a supply port
for supplying the liquid to the substrate P. Each of the first
supply hole 94A and the second supply hole 95A is formed to
be substantially circular arc-shaped as viewed in a plan view.
The first member 91 further includes a first recovery hole 96 A
which is formed on the —X side of the projection optical
system PL and which forms a recovery port for recovering the
liquid on the substrate P, a second recovery hole 97A which is
formed on the -Y side of the projection optical system PL. and
which forms a recovery port for recovering the liquid on the
substrate P, a third recovery hole 98 A which is formed on the
+X side of the projection optical system PL and which forms
a recovery port for recovering the liquid on the substrate P,
and a fourth recovery hole 99A which is formed on the +Y
side of the projection optical system PL and which forms a
recovery port for recovering the liquid on the substrate P.
Each ofthe first to fourth recovery holes 96 A to 99 A is formed
to be substantially circular arc-shaped as viewed in a plan
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view. The first to fourth recovery holes 96A to 99A are pro-
vided at substantially equal intervals along the circumference
of the projection optical system PL. The recovery holes 96A
to 99A are provided on the outer side with respect to the
projection optical system PL as compared with the supply
holes 94A, 95B respectively.

FIG. 18 shows perspective views illustrating the second
member 92 arranged at the middle stage of the first to third
members. FIG. 18A shows a perspective view as viewed from
an upper position, and FIG. 18B shows a perspective view as
viewed upwardly from a lower position. The second member
92 includes a third supply hole 94B which is formed on the
-X side of the projection optical system PL, and which is to be
connected to the first supply hole 94A of the first member 91,
and a fourth supply hole 95B which is formed on the +X side
of the projection optical system PL and which is to be con-
nected to the second supply hole 95A of the first member 91.
The respective shapes and the sizes of the third and fourth
supply holes 942, 95B correspond to those of the first and
second supply holes 94A, 95A.

The second member 92 further includes, on the lower sur-
face, a first recovery groove 96B which is formed on the -X
side of the projection optical system PL and which is to be
connected to the first recovery hole 96 A of the first member
91, a second recovery groove 97B which is formed on the -Y
side of the projection optical system PL and which is to be
connected to the second recovery hole 97A of the first mem-
ber 91, a third recovery groove 98B which is formed on the
+X side of the projection optical system PL. and which is to be
connected to the third recovery hole 98 A of the first member
91, and a fourth recovery groove 99B which is formed on the
+Y side of the projection optical system PL. and which is to be
connected to the fourth recovery hole 99 A of the first member
91. The first to fourth recovery grooves 96B to 99B are
formed to be substantially circular arc-shaped as viewed in a
plan view respectively so as to correspond to the shapes and
the sizes of the first to fourth recovery holes 96A to 99A. The
first to fourth recovery grooves 96B to 99B are provided at
substantially equal intervals along the circumference of the
projection optical system PL. The first recovery tube 71 is
connected to the first recovery groove 96B via a tapered
groove 96T. The tapered groove 96T is formed so that the
tapered groove 96T is gradually widened in the horizontal
direction from the connecting portion with respect to the first
recovery tube 71 toward the first recovery groove 96B. Simi-
larly, the second recovery tube 72 is connected to the second
recovery groove 972 via a tapered groove 97T, the third
recovery tube 73 is connected to the third recovery groove
982 via a tapered groove 98T, and the fourth recovery tube 74
is connected to the fourth recovery groove 992 via a tapered
groove 99T.

FIG. 19 shows perspective views illustrating the third
member 93 arranged at the uppermost stage of the first to third
members. FIG. 19A shows a perspective view as viewed from
an upper position, and FIG. 19B shows a perspective view as
viewed upwardly from a lower position. The third member 93
includes, on the lower surface, a first supply groove 94C
which is formed on the —X side of the projection optical
system PL and which is to be connected to the third supply
hole 94B of the second member 92, and a second supply
groove 95C which is formed on the +X side of the projection
optical system PL. and which is to be connected to the fourth
supply hole 952 of the second member 92. The shapes and the
sizes of the first and second supply grooves 94C, 95 are
formed to be substantially circular arc-shaped as viewed in a
plan view respectively so as to correspond to those of the third
and fourth supply holes 94B, 95B (as well as those of the first
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and second supply holes 94A, 95A). The first supply tube 41
is connected to the first supply groove 94C via a tapered
groove 94T. The tapered groove 94T is formed so that the
tapered groove 94T is gradually widened in the horizontal
direction from the connecting portion with respect to the first
supply tube 41 toward the first supply groove 94C. Similarly,
the second supply tube 42 is connected to the second supply
groove 95C via a tapered groove 95T.

The first to third members 91 to 93 are formed of metal
including, for example, stainless steel, titanium, aluminum,
and alloy containing the above. The holes and the grooves of
the respective members 91 to 93 are formed, for example, by
the electric discharge machining. The flow passage-forming
member 90 is formed by joining the respective members 91 to
93 by using, for example, an adhesive or a thermocompres-
sion bonding method after processing the respective members
91 to 93 by the electric discharge machining. The tapered
groove 94T, the first supply groove 94C, the third supply hole
942, and the first supply hole 94A are connected to one
another (communicated with each other) by stacking and
joining the respective members 91 to 93. Thus, the supply
flow passage, which is connected to (communicated with) the
first supply tube 41, is formed. Similarly, the tapered groove
95T, the second supply groove 95C, the fourth supply hole
95B, and the second supply hole 95A are connected to one
another (communicated with each other), and thus the supply
flow passage, which is connected to (communicated with) the
second supply tube 42, is formed. The liquid 1, which is fed
from the first and second liquid supply units 11, 12 respec-
tively, is supplied onto the substrate P through the first and
second supply tubes 41, 42 and the supply passages described
above. That is, the liquid supply flow passages are formed by
stacking the plate members 91 to 93.

The recovery flow passage, which is connected to (com-
municated with) the first recovery tube 71, is formed by
connecting (communicating) the tapered groove 96T, the first
recovery groove 96B, and the first recovery hole 96A respec-
tively. Similarly, the recovery flow passage, which is con-
nected to (communicated with) the second recovery tube 72,
is formed by connecting (communicating) the tapered groove
97T, the second recovery groove 97B, and the second recov-
ery hole 97 A respectively. The recovery flow passage, which
is connected to (communicated with) the third recovery tube
73, is formed by connecting (communicating) the tapered
groove 98T, the third recovery groove 98B, and the third
recovery hole 98A respectively. The recovery flow passage,
which is connected to (communicated with) the fourth recov-
ery tube 74, is formed by connecting (communicating) the
tapered groove 99T, the fourth recovery groove 99B, and the
fourth recovery hole 99A respectively. That is, the liquid
recovery flow passages are formed by stacking the plate
members 91 to 93. The liquid on the substrate P is recovered
through the recovery flow passages and the first to third recov-
ery tubes 71 to 74 respectively.

In this arrangement, the tapered grooves 94T, 95T are
connected to the first and second supply tubes 41, 42 respec-
tively. Therefore, the liquid can be supplied uniformly at
respective positions of the supply ports in which the longitu-
dinal direction extends in the Y axis direction, in the same
manner as in the embodiment described with reference to
FIG. 14. Similarly, the tapered grooves are connected to the
recovery tubes 71 to 74 respectively. Therefore, the liquid can
be recovered with the uniform recovery force.

Owing to the construction that the flow passage-forming
member 90 is formed by the first to third members 91 to 93 as
the plate members respectively, for example, the flow pas-
sage-forming member 90 can be used to absorb the vibration
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generated when the liquid is sucked while being mixed with
the air upon the recovery of the liquid. Further, the machining
such as the electric discharge machining is applied to each of
the plurality of plate members 91 to 93 to form parts of the
flow passages, and the flow passages for the liquid are formed
by combining them. Therefore, the supply flow passages and
the recovery flow passages can be formed with ease respec-
tively.

Surfaces, which are inclined with respect to the XY plane,
may be provided around the first to fourth recovery holes 96 A
to 99A disposed on the lower surface of the first member 91
arranged at the lowermost stage of the plurality of members
91 to 93 for forming the flow passage-forming member 90,
and the surfaces may be subjected to the liquid-attracting
treatment. Accordingly, the surfaces may be used as trap
surfaces to capture the liquid unsuccessfully recovered by the
liquid recovery mechanism. The members 91 to 93 for form-
ing the flow passage-forming member 90 are the rectangular
or square plate members. However, it is also allowable to use
circular plate members, and it is also allowable to use ellip-
tical plate members which are long in the X direction.

Both of the supply flow passages and the recovery flow
passages are formed in the flow passage-forming member 90
described above. However, only any one of the flow passages
may be provided in the flow passage-forming member 90.
Alternatively, flow passage-forming members, each of which
is formed by stacking a plurality of members, may be divided
into a flow passage-forming member for the supply flow
passages and a flow passage-forming member for the recov-
ery flow passages, and they may be provided separately.

Next, still another embodiment of the present invention
will be explained. As described above, it is preferable to
support each of the liquid supply mechanism 10 including the
supply members 13, 14 and the liquid recovery mechanism 20
including the recovery member 22 by using a support member
other than the projection optical system PL and any support
member for supporting the projection optical system PL. An
explanation will be made below about a support structure for
supporting each of the liquid supply mechanism 10 and the
liquid recovery mechanism 20 with reference to FIG. 20.

FIG. 20 schematically shows the support structure for the
liquid supply mechanism 10 and the liquid recovery mecha-
nism 20. With reference to FIG. 20, the exposure apparatus
EX includes a barrel base plate (first support member) 100
which supports the projection optical system PL, and a main
frame (second support member) 102 which supports the bar-
rel base plate 100, the mask stage MST, and the substrate
stage PST. In FIG. 20, the Z stage and the XY stage are shown
as an integrated unit. The main frame 102 is installed sub-
stantially horizontally by the aid of legs 108 on the floor
surface in a clean room or the like. The main frame 102 is
formed with an upper stage 102A and a lower stage 102B
which protrude inwardly.

The illumination optical system IL is supported by a sup-
port frame 120 which is fixed to the upper portion of the main
frame 102. A mask base plate 124 is supported on the upper
stage 102A of the main frame 102 by the aid of an anti-
vibration apparatus 122. Openings are formed through cen-
tral portions of the mask stage MST and the mask base plate
124 for allowing the pattern image of the mask M to pass
therethrough. A plurality of air bearings 126, which are non-
contact bearings, are provided on the lower surface of the
mask stage MST. The mask stage MST is supported in a
non-contact manner by the air bearings 126 with respect to the
upper surface (guide surface) of the mask base plate 124. The
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mask stage MST is movable two-dimensionally in the XY
plane and finely rotatable in the 67 direction by the aid of the
mask stage-driving unit.

A flange 104 is provided on the outer circumference of the
barrel PK for holding the projection optical system PL. The
projection optical system PL is supported by the barrel base
plate 100 by the aid of the flange 104. An anti-vibration
apparatus 106 including an air mount or the like is arranged
between the barrel base plate 100 and the lower stage 102B of
the main frame 102. The barrel base plate 100, which supports
the projection optical system PL, is supported by the lower
stage 102B of the main frame 102 by the aid of the anti-
vibration apparatus 106. The barrel base plate 100 is isolated
from the main frame 102 in terms of the vibration (in relation
to the vibration) by the anti-vibration apparatus 106 so that
the vibration of the main frame 102 is not transmitted to the
barrel base plate 100 which supports the projection optical
system PL.

A vplurality of air bearings 130, which are non-contact
bearings, are provided on the lower surface of the substrate
stage PST. A stage base 112 is supported on the main frame
102 by the aid of an anti-vibration apparatus 110 including an
air mount or the like. The substrate stage PST is supported in
a non-contact manner by the air bearing 130 with respect to
the upper surface (guide surface) of the stage base 112. The
substrate stage PST is movable two-dimensionally in the XY
plane and finely rotatable in the 67 direction by the aid of the
substrate stage-driving unit. Further, the substrate stage PST
is also movable in the Z axis direction, the 6X direction, and
the 0Y direction. The stage base 112 is isolated from the main
frame 102 in terms of the vibration by the anti-vibration
apparatus 110 so that the vibration of the main frame 102 is
not transmitted to the stage base 112 which supports the
substrate stage PST in the non-contact manner.

A movement mirror 55 is provided at a predetermined
position on the +X side on the substrate stage PST, and a
reference mirror (fixed mirror) 114 is provided at a predeter-
mined position on the +X side on the barrel PK. A laser
interferometer 56 is provided at a position opposed to the
movement mirror 55 and the reference mirror 114. The laser
interferometer 56 is attached to the barrel base plate 100.
Therefore, the laser interferometer 56 is isolated from the
liquid supply mechanism 10 and the liquid recovery mecha-
nism 20 in terms of the vibration. The laser interferometer 56
radiates the length-measuring beam (measuring light beam)
onto the movement mirror 55, and it radiates the reference
beam (reference light beam) onto the reference mirror 114.
Reflected light beams, which come from the movement mir-
ror 55 and the reference mirror 114 respectively on the basis
of the radiated length-measuring beam and the reference
beam, are received by a light-receiving unit of the laser inter-
ferometer 56. The laser interferometer 56 causes the interfer-
ence with the light beams to measure the amount of change of
the optical path length of the length-measuring beam on the
basis of the optical path length of the reference beam, and
consequently the position information about the movement
mirror 55 on the basis of the reference mirror 114, i.e., the
position information about the substrate stage PST. Similarly,
although not shown, a movement mirror and a reference
mirror are also provided on the +Y side on the substrate stage
PST and the barrel PK, and a laser interferometer is provided
at a position opposed thereto.

Those supported by the barrel base plate 100 also include
unillustrated measuring systems such as the auto-focus
detecting system for measuring the focus position (Z posi-
tion) and the inclination of the substrate P and the alignment
system for detecting the alignment mark on the substrate P.
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The measuring systems as described above are also isolated
from the main frame 102, the liquid supply mechanism 10,
and the liquid recovery mechanism 20 in terms of the vibra-
tion.

The liquid supply mechanism 10 and the liquid recovery
mechanism 20 are supported by the lower stage 102B of the
main frame 102. This embodiment is constructed such that
the first and second supply members 13, 14 and the supply
tubes 11A, 12 A for constructing the liquid supply mechanism
10, the recovery member 22 and the recovery tube 21A for
constructing the liquid recovery mechanism 20 and other
components are supported by the support member 140, and
the support member 140 is connected to the lower stage 102B
of'the main frame 102. FIG. 20 is illustrated while simplify-
ing, for example, the supply members 13, 14, the recovery
member 22, the supply tubes 11A, 12A, and the recovery tube
21A.

As described above, the liquid supply mechanism 10 and
the liquid recovery mechanism 20 are supported by the main
frame 102 which is isolated in terms of the vibration from the
barrel base plate 100 which supports the projection optical
system PL. Accordingly, the liquid supply mechanism 10 and
the liquid recovery mechanism 20 are isolated from the pro-
jection optical system PL in terms of the vibration. Therefore,
the vibration, which is generated when the liquid is supplied
and/or when the liquid is recovered, is not transmitted via the
barrel base plate 100 to the projection optical system PL, the
laser interferometer 56, and the measuring systems such as
the autofocus detecting system and the alignment system.
Therefore, it is possible to avoid the occurrence of any incon-
venience which would be otherwise caused such that the
pattern image is deteriorated by the vibration of the projection
optical system. Further, it is possible to accurately perform
the position control of the substrate stage (substrate P). There-
fore, itis possible to accurately project the pattern image onto
the substrate. The liquid supply mechanism 10 and the liquid
recovery mechanism 20 are supported by the main frame 102
which is isolated in terms of the vibration from the stage base
112 which supports the substrate stage PST. Accordingly, the
liquid supply mechanism 10 and the liquid recovery mecha-
nism 20 are isolated from the stage base 112 in terms of the
vibration. Therefore, the vibration, which is generated when
the liquid is supplied and/or when the liquid is recovered, is
not transmitted to the stage base 112 as well. It is possible to
avoid the occurrence of any inconvenience which would be
otherwise caused such that the positioning accuracy and/or
the movement accuracy of the substrate stage PST is lowered.

In this embodiment, the liquid supply mechanism 10 and
the liquid recovery mechanism 20 are integrally supported by
the main frame 102. However, the liquid supply mechanism
10 and the liquid recovery mechanism 20 may be separately
attached to the main frame 102. Further, a support member,
which is distinct from the main frame 102, may be arranged
on the floor in the clean room or the like, and the liquid supply
mechanism and the liquid recovery mechanism may be sup-
ported by the support member.

As described above, pure water is used as the liquid 1 in the
embodiments of the present invention. Pure water is advan-
tageous in that pure water is available in a large amount with
ease, for example, in the semiconductor production factory,
and pure water exerts no harmful influence, for example, on
the optical element (lens) and the photoresist on the substrate
P. Further, pure water exerts no harmful influence on the
environment, and the content of impurity is extremely low.
Therefore, it is also expected to obtain the function to wash
the surface of the substrate P and the surface of the optical
element provided at the end surface of the projection optical
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system PL. It is approved that the refractive index n of pure
water (water) with respect to the exposure light beam EL
having a wavelength of about 193 nm is approximately in an
extent of 1.44. When the ArF excimer laser beam (wave-
length: 193 nm) is used as the light source of the exposure
light beam EL, then the wavelength is shortened on the sub-
strate P by 1/n, i.e., to about 134 nm, and a high resolution is
obtained. Further, the depth of focus is magnified about n
times, i.e., about 1.44 times as compared with the value
obtained in the air. Therefore, when it is enough to secure an
approximately equivalent depth of focus as compared with
the case of the use in the air, it is possible to further increase
the numerical aperture of the projection optical system PL.
Also in this viewpoint, the resolution is improved.

When the liquid immersion method as described above is
used, the numerical aperture NA of the projection optical
system is 0.9 to 1.3 in some cases. When the numerical
aperture NA of the projection optical system is increased as
described above, the image formation performance is some-
times deteriorated by the polarization effect with the random
polarized light beam having been hitherto used as the expo-
sure light beam. Therefore, it is desirable to use the polarized
illumination. In this case, the following procedure is pre-
ferred. That is, the linear polarized illumination is effected,
which is adjusted to the longitudinal direction of the line
pattern of the line-and-space pattern of the mask (reticle) so
that a large amount of diffracted light of the S-polarized
component (component in the polarization direction along
the longitudinal direction of the line pattern) is allowed to
outgo from the pattern of the mask (reticle). When the space
between the projection optical system PL and the resist
coated on the surface ofthe substrate P is filled with the liquid,
the diffracted light of the S-polarized component, which con-
tributes to the improvement in the contrast, has the transmit-
tance through the resist surface that is raised to be high as
compared with a case in which the space between the projec-
tion optical system PL and the resist coated on the surface of
the substrate P is filled with the air (gas). Therefore, even
when the numerical aperture NA of the projection optical
system exceeds 1.0, it is possible to obtain the high image
formation performance. It is more effective to make appro-
priate combination, for example, with the phase shift mask
and/or the oblique incidence illumination method (especially
the dipole illumination method) adjusted to the longitudinal
direction of the line pattern. The oblique incidence illumina-
tion adjusted to the longitudinal direction of the line pattern is
disclosed, for example, in Japanese Patent Application Laid-
open No. 6-188169, content of which is incorporated herein
by reference within a range of permission of the domestic
laws and ordinances of the state designated or selected in this
international application.

In this embodiment, the lens is attached as the optical
element 2 to the end of the projection optical system PL.. The
lens can be used to adjust the optical characteristics of the
projection optical system PL, for example, the aberration (for
example, spherical aberration and comatic aberration). The
optical element 2 may be an optical plate to adjust the optical
characteristic. On the other hand, the optical element 2, which
makes contact with the liquid 1, may be a plane parallel plate
which is cheaper than the lens. When the optical element 2 is
the plane parallel plate, it is enough that the plane parallel
plate is merely exchanged immediately before supplying the
liquid 1 even when any substance (for example, any silicon-
based organic matter), which deteriorates the transmittance of
the projection optical system PL, the illuminance of the expo-
sure light beam EL on the substrate P, and the uniformity of
the illuminance distribution, is adhered to the plane parallel
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plate, for example, during the transport, the assembling, and/
or the adjustment of the exposure apparatus EX. An advan-
tage is obtained such that the exchange cost is lowered as
compared with the case in which the optical element to make
contact with the liquid 1 is the lens. That is, the surface of the
optical element to make contact with the liquid 1 is dirtied, for
example, due to the adhesion of scattered particles generated
from the resist by being irradiated with the exposure light
beam EL or any impurity contained in the liquid 1. Therefore,
it is necessary to periodically exchange the optical element.
However, when the optical element is the cheap plane parallel
plate, then the cost of the exchange part is low as compared
with the lens, and it is possible to shorten the time required for
the exchange. Thus, it is possible to suppress the increase in
the maintenance cost (running cost) and the decrease in the
throughput.

When the pressure, which is generated by the flow of the
liquid 1, is large between the substrate P and the optical
element disposed at the end of the projection optical system
PL, it is also allowable that the optical element is tightly fixed
so that the optical element is not moved by the pressure, rather
than allowing the optical element to be exchangeable.

The liquid 1 is water in this embodiment. However, the
liquid 1 may be any liquid other than water. For example,
when the light source of the exposure light beam EL is the F,
laser, the F, laser beam is not transmitted through water.
Therefore, in this case, liquids preferably usable as the liquid
1 may include, for example, a fluorine-based fluid such as
fluorine-based oil and perfluoropolyether (PFPE) through
which the F, laser beam is transmissive. In this case, the
portion to make contact with the liquid 1 represented by the
trap surface 31 is subjected to the liquid-attracting treatment
by forming the thin film, for example, with a substance having
a molecular structure of small polarity including fluorine.
Alternatively, other than the above, it is also possible to use, as
the liquid 1, liquids (for example, cedar oil) which have the
transmittance with respect to the exposure light beam EL,
which have the refractive index as high as possible, and which
are stable against the photoresist coated on the surface of the
substrate P and the projection optical system PL. Also in this
case, the surface treatment is performed depending on the
polarity of the liquid 1 to be used.

The projection optical system PL described above is con-
structed (designed) such that the image formation perfor-
mance is optimized in the liquid immersion state in which the
space on the side of the image plane is filled with the liquid 1
(pure water). However, the projection optical system PL. may
be constructed (designed) such that the desired image forma-
tion performance is obtained even in the non-liquid immer-
sion state in which the liquid is absent on the side of the image
plane and in the liquid immersion state in which the space on
the side of the image plane is filled with another liquid, by
exchanging a part of the optical element (optical element
disposed closely to the substrate P) of the projection optical
system PL. When the projection optical system PL is con-
structed as described above, then the exposure apparatus EX
can be used in the liquid immersion state, for example, when
the large depth of focus DOF is required, and the exposure
apparatus EX can be used in the non-liquid immersion state
by exchanging a part of the optical element when the high
throughput is required. In such cases, it is desirable that a
spatial image sensor or a wavefront aberration-measuring
sensor is arranged on the substrate stage PST in order to
measure the image formation performance after the exchange
of the part of the optical element.

Alternatively, a wavefront aberration-measuring mask
may be used. A part of the optical element may be moved,
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and/or the wavelength of the exposure light beam EL may be
finely adjusted in order to obtain the desired image formation
performance in each state on the basis of the result of the
measurement of the image formation performance. Details of
the spatial image sensor are disclosed, for example, in Japa-
nese Patent Application Laid-open No. 2002-14005 (corre-
sponding to United State Patent Publication No. 2002
0041377), contents of which are incorporated herein by ref-
erence within a range of permission of the domestic laws and
ordinances of the state designated or selected in this interna-
tional application. Details of the wavefront aberration-mea-
suring sensor are disclosed, for example, in International
Publication No. 02/63664, content of which is incorporated
herein by reference within a range of permission of the
domestic laws and ordinances of the state designated or
selected in this international application.

Itis desirablethat a part of the optical element is exchanged
while allowing the exposure apparatus EX to carry the pro-
jection optical system PL. However, the exchange may be
performed in a state in which the projection optical system PL,
is detached from the exposure apparatus EX.

The substrate P, which is usable in the respective embodi-
ments described above, is not limited to the semiconductor
wafer for producing the semiconductor device. The appli-
cable substrates include, for example, the glass substrate for
the display device, the ceramic wafer for the thin film mag-
netic head, and the master plate (synthetic quartz, silicon
wafer) for the mask or the reticle to be used for the exposure
apparatus.

As for the exposure apparatus EX, the present invention is
also applicable to the scanning type exposure apparatus
(scanning stepper) based on the step-and-scan system for
performing the scanning exposure for the pattern of the mask
M by synchronously moving the mask M and the substrate P
as well as the projection exposure apparatus (stepper) based
on the step-and-repeat system for performing the full field
exposure for the pattern of the mask M in a state in which the
mask M and the substrate P are allowed to stand still, while
successively step-moving the substrate P. The present inven-
tion is also applicable to the exposure apparatus based on the
step-and-stitch system in which at least two patterns are par-
tially overlaid and transferred on the substrate P.

The present invention is also applicable to a twin-stage
type exposure apparatus. The structure and the exposure
operation of the twin-stage type exposure apparatus are dis-
closed, for example, in Japanese Patent Application Laid-
open Nos. 10-163099 and 10-214783 (corresponding to U.S.
Pat. Nos. 6,341,007, 6,400,441, 6,549,269, and 6,590,634),
Published Japanese Translation of PCT International Publi-
cation for Patent Application No. 2000-505958 (correspond-
ing to U.S. Pat. No. 5,969,441), and U.S. Pat. No. 6,208,407,
contents of which are incorporated herein by reference within
a range of permission of the domestic laws and ordinances of
the state designated or selected in this international applica-
tion.

As for the type of the exposure apparatus EX, the present
invention is not limited to the exposure apparatus for the
semiconductor device production apparatus for exposing the
substrate P with the semiconductor device pattern. The
present invention is also widely applicable, for example, to
the exposure apparatus for producing the liquid crystal dis-
play device or for producing the display as well as the expo-
sure apparatus for producing, for example, the thin film mag-
netic head, the image pickup device (CCD), the reticle, or the
mask.

When the linear motor is used for the substrate stage PST
and/or the mask stage MST, it is allowable to use any one of
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those of the air floating type based on the use of the air bearing
and those of the magnetic floating type based on the use of the
Lorentz’s force or the reactance force. Each of the stages PST,
MST may be either of the type in which the movement is
effected along the guide or of the guideless type in which no
guide is provided. An example of the use of the linear motor
for the stage is disclosed in U.S. Pat. Nos. 5,623,853 and
5,528,118, contents of which are incorporated herein by ref-
erence respectively within a range of permission of the
domestic laws and ordinances of the state designated or
selected in this international application.

As for the driving mechanism for each of the stages PST,
MST, it is also allowable to use a plane motor in which a
magnet unit provided with two-dimensionally arranged mag-
nets and an armature unit provided with two-dimensionally
arranged coils are opposed to one another, and each of the
stages PST, MST is driven by the electromagnetic force. In
this arrangement, any one of the magnet unit and the armature
unit is connected to the stage PST, MST, and the other of the
magnet unit and the armature unit is provided on the side of
the movable surface of the stage PST, MST.

The reaction force, which is generated in accordance with
the movement of the substrate stage PST, may be mechani-
cally released to the floor (ground) by using a frame member
so that the reaction force is not transmitted to the projection
optical system PL.. The method for handling the reaction force
is disclosed in detail, for example, in U.S. Pat. No. 5,528,118
(Japanese Patent Application Laid-open No. 8-166475), con-
tents of which are incorporated herein by reference within a
range of permission of the domestic laws and ordinances of
the state designated or selected in this international applica-
tion.

The reaction force, which is generated in accordance with
the movement of the mask stage MST, may be mechanically
released to the floor (ground) by using a frame member so that
the reaction force is not transmitted to the projection optical
system PL. The method for handling the reaction force is
disclosed in detail, for example, in U.S. Pat. No. 5,874,820
(Japanese Patent Application Laid-open No. 8-330224), con-
tents of which are incorporated herein by reference within a
range of permission of the domestic laws and ordinances of
the state designated or selected in this international applica-
tion.

As described above, the exposure apparatus EX according
to the embodiment of the present invention is produced by
assembling the various subsystems including the respective
constitutive elements as defined in claims so that the prede-
termined mechanical accuracy, the electric accuracy, and the
optical accuracy are maintained. In order to secure the various
accuracies, adjustments performed before and after the
assembling include the adjustment for achieving the optical
accuracy for the various optical systems, the adjustment for
achieving the mechanical accuracy for the various mechani-
cal systems, and the adjustment for achieving the electric
accuracy for the various electric systems. The steps of assem-
bling the various subsystems into the exposure apparatus
include, for example, the mechanical connection, the wiring
connection of the electric circuits, and the piping connection
of the air pressure circuits in correlation with the various
subsystems. It goes without saying that the steps of assem-
bling the respective individual subsystems are performed
before performing the steps of assembling the various sub-
systems into the exposure apparatus. When the steps of
assembling the various subsystems into the exposure appara-
tus are completed, the overall adjustment is performed to
secure the various accuracies as the entire exposure appara-
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tus. It is desirable that the exposure apparatus is produced in
a clean room in which, for example, the temperature and the
cleanness are managed.

As shown in FIG. 21, the microdevice such as the semi-
conductor device is produced by performing, for example, a
step 201 of designing the function and the performance of the
microdevice, a step 202 of manufacturing a mask (reticle)
based on the designing step, a step 203 of producing a sub-
strate as a base material for the device, an exposure process
step 204 of exposing the substrate with a pattern of the mask
by using the exposure apparatus EX of the embodiment
described above, a step 205 of assembling the device (includ-
ing a dicing step, a bonding step, and a packaging step), and
an inspection step 206.

According to the present invention, when the exposure
process is performed in the state in which the liquid immer-
sion area is formed between the projection optical system and
the substrate, then it is possible to stably form the liquid
immersion area, it is possible to satisfactorily recover the
liquid, and it is possible to avoid, for example, the outflow of
the liquid to the surroundings. Accordingly, the exposure
process can be performed accurately. Therefore, the exposure
apparatus of the present invention is extremely useful for the
high resolution exposure based on the use of the short wave-
length light source such as the ArF excimer laser.

What is claimed is:

1. An exposure apparatus comprising:

a projection system having a final element, the projection
system projecting exposure light to an upper surface of a
substrate through liquid between the final element and
the upper surface of the substrate;

an alignment system which detects a mark of the substrate;

a liquid confinement member having a recovery outlet via
which the liquid is removed along with gas, the recovery
outlet being arranged such that the upper surface of the
substrate faces the recovery outlet, the recovery outlet
surrounding a path of the exposure light and the liquid
confinement member confining the liquid to an area that
is smaller than an area of the upper surface of the sub-
strate by removing the liquid from a gap between the
confinement member and the upper surface of the sub-
strate via the recovery outlet;

a first support member configured to support the projection
system and the alignment system;

a second support member configured to support the liquid
confinement member; and

an anti-vibration system disposed between the first support
member and the second support member, the anti-vibra-
tion system is configured to limit vibration of (i) the first
support member, (ii) the projection system supported by
the first support member and (iii) the alignment system
supported by the first support member.

2. The apparatus of claim 1, wherein the liquid confinement
member has a supply inlet arranged such that the upper sur-
face of the substrate faces the supply inlet, the supply inlet
including a first opening disposed on one side of the final
element and a second opening disposed on an opposite side of
the final element, and the first and second openings simulta-
neously supplying the liquid.

3. The apparatus of claim 1, wherein the anti-vibration
system has an air mount.

4. The apparatus of claim 1, wherein the anti-vibration
system is configured to limit transmission of vibrations from
the second support member to (i) the first support member, (ii)
the projection system supported by the first support member
and (iii) the alignment system supported by the first support
member.
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5. The apparatus of claim 1, wherein the anti-vibration
system isolates (i) the first support member, (ii) the projection
system supported by the first support member and (iii) the
alignment system supported by the first support member from
vibrations of the liquid confinement member.

6. The apparatus of claim 1, wherein the second support
member is disposed below the first support member.

7. The apparatus of claim 1, wherein the anti-vibration
system is disposed below the first support member.

8. The apparatus of claim 1, wherein the first support mem-
ber, which supports the projection system and the alignment
system, is supported by the second support member.

9. The apparatus of claim 2, wherein the supply inlet is
disposed between the recovery outlet and the path of the
exposure light.

10. The apparatus of claim 2, wherein the liquid confine-
ment member includes a recovery member having the recov-
ery outlet and a supply member having the supply inlet.

11. The apparatus of claim 10, wherein the supply member
and the recovery member are connected to each other.

12. The apparatus of claim 10, wherein a connecting mem-
ber is provided between the supply member and the recovery
member.

13. The apparatus of claim 10, wherein the supply member
and the recovery member are integrally supported by the
second support member.

14. The apparatus of claim 10, wherein the supply member
and the recovery member are separately supported by the
second support member.

15. The apparatus of claim 1, wherein a supply inlet is
disposed between the recovery outlet and the path of the
exposure light, the supply inlet being arranged such that the
upper surface of the substrate faces the supply inlet.

16. The apparatus of claim 15, wherein:

the recovery outlet includes a plurality of openings for
removing the liquid, and

the plurality of openings are arranged such that the upper
surface of the substrate faces the plurality of openings
and such that the plurality of openings surrounds the
path of the exposure light.

17. The apparatus of claim 15, wherein the supply inlet
includes a first opening disposed on one side of the final
element and a second opening disposed on an opposite side of
the final element.

18. The apparatus of claim 1, wherein:

the recovery outlet includes a plurality of openings for
removing the liquid, and

the plurality of openings are arranged such that the upper
surface of the substrate faces the plurality of openings
and the plurality of openings surrounds the path of the
exposure light.

19. The apparatus of claim 1, further comprising a holding
structure which holds the projection system, wherein the
holding structure has a flange portion and the projection sys-
tem is supported by the first support member with the flange
portion of the holding structure.

20. The apparatus of claim 1, further comprising an auto-
focus system supported by the first support member, the auto-
focus system measuring a focus position and inclination of
the substrate.

21. The apparatus of claim 1, wherein:

a supply inlet is disposed between the recovery outlet and
the path of the exposure light, the supply inlet being
arranged such that the upper surface of the substrate
faces the supply inlet,
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the supply inlet includes a first opening disposed on one
side of the final element and a second opening disposed
on an opposite side of the final element,

a plurality of shot areas of the substrate are successively

exposed,

the plurality of shot areas includes a first shot area which is

exposed while moving the substrate in a first direction
and a second shot area which is exposed while moving
the substrate in a second direction opposite to the first
direction,

the plurality of shot areas of the substrate are successively

exposed in a continuous period without stopping the
liquid supply from the first opening on one side of the
final element, and

the plurality of shot areas of the substrate are successively

exposed in the continuous period without stopping the
liquid supply from the second opening on the other side
of the final element.

22. The apparatus of claim 1, further comprising a stage
system having a substrate holding portion on which the sub-
strate is held and a stage surface arranged such that the stage
surface is co-planer with the upper surface of the substrate
when the substrate is held on the substrate holding portion,
wherein the stage surface is provided such that the stage
surface surrounds the upper surface of the substrate when the
substrate is held on the substrate holding portion.

23. A device manufacturing method comprising:

exposing a substrate using the exposure apparatus accord-

ing to claim 1, and

processing the exposed substrate.

24. An exposure method comprising:

detecting a mark of a substrate using an alignment system;

confining liquid to an area that is smaller than an area of an

upper surface of the substrate by removing the liquid
from the upper surface of the substrate along with gas via
a recovery outlet of a liquid confinement member, the
recovery outlet being arranged such that the upper sur-
face of the substrate faces the recovery outlet and the
recovery outlet surrounds a path of the exposure light;
and

exposing the substrate by projecting exposure light via a

projection system to the upper surface of the substrate
through the liquid between a final element of the projec-
tion system and the upper surface of the substrate,
wherein:

the projection system and the alignment system are sup-

ported by a first support member,

the liquid confinement member is supported by a second

support member,

an anti-vibration system is disposed between the first sup-

port member and the second support member, and

the anti-vibration system is configured to limit vibration of

(1) the first support member, (ii) the projection system
supported by the first support member and (iii) the align-
ment system supported by the first support member.

25. The method of claim 24, wherein the liquid confine-
ment member has a supply inlet arranged such that the upper
surface of the substrate faces the supply inlet, the supply inlet
including a first opening disposed on one side of the final
element and a second opening disposed on an opposite side of
the final element, and the first and second openings simulta-
neously supplying the liquid.

26. The method of claim 24, wherein the anti-vibration
system has an air mount.

27. The method of claim 24, wherein the anti-vibration
system is configured to limit transmission of vibrations from
the second support member to (i) the first support member, (ii)
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the projection system supported by the first support member
and (iii) the alignment system supported by the first support
member.

28. The method of claim 24, wherein the anti-vibration
system isolates (i) the first support member, (ii) the projection
system supported by the first support member and (iii) the
alignment system supported by the first support member from
vibrations of the liquid confinement member.

29. The method of claim 24, wherein the second support
member is disposed below the first support member.

30. The method of claim 24, wherein the anti-vibration
system is disposed below the first support member.

31. The method of claim 24, wherein the first support
member, which supports the projection system and the align-
ment system, is supported by the second support member.

32. The method of claim 25, wherein the supply inlet is
disposed between the recovery outlet and the path of the
exposure light.

33. The method of claim 25, wherein the liquid confine-
ment member includes a recovery member having the recov-
ery outlet and a supply member having the supply inlet.

34. The method of claim 33, wherein the supply member
and the recovery member are connected to each other.

35. The method of claim 33, wherein a connecting member
is provided between the supply member and the recovery
member.

36. The method of claim 33, wherein the supply member
and the recovery member are integrally supported by the
second support member.

37. The method of claim 33, wherein the supply member
and the recovery member are separately supported by the
second support member.

38. The method of claim 24, wherein a supply inlet is
disposed between the recovery outlet and the path of the
exposure light, the supply inlet being arranged such that the
upper surface of the substrate faces the supply inlet.

39. The method of claim 38, wherein:

the recovery outlet includes a plurality of openings for

removing the liquid, and

the plurality of openings are arranged such that the upper

surface of the substrate faces the plurality of openings
and such that the plurality of openings surrounds the
path of the exposure light.
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40. The method of claim 38, wherein the supply inlet
includes a first opening disposed on one side of the final
element and a second opening disposed on an opposite side of
the final element.

41. The method of claim 24, wherein:

the recovery outlet includes a plurality of openings for
removing the liquid, and

the plurality of openings are arranged such that the upper
surface of the substrate faces the plurality of openings
and the plurality of openings surrounds the path of the
exposure light.

42. The method of claim 24, further comprising an auto-
focus system supported by the first support member, the auto-
focus system measuring a focus position and inclination of
the substrate.

43. The method of claim 24, wherein:

a supply inlet is disposed between the recovery outlet and
the path of the exposure light, the supply inlet being
arranged such that the upper surface of the substrate
faces the supply inlet,

the supply inlet includes a first opening disposed on one
side of the final element and a second opening disposed
on an opposite side of the final element,

a plurality of shot areas of the substrate are successively
exposed,

the plurality of shot areas includes a first shot area which is
exposed while moving the substrate in a first direction
and a second shot area which is exposed while moving
the substrate in a second direction opposite to the first
direction,

the plurality of shot areas of the substrate are successively
exposed in a continuous period without stopping the
liquid supply from the first opening on one side of the
final element, and

the plurality of shot areas of the substrate are successively
exposed in the continuous period without stopping the
liquid supply from the second opening on the other side
of the final element.

44. A device manufacturing method comprising:

exposing a substrate using the exposure method according
to claim 24, and

processing the exposed substrate.
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